












































































































































M. Karamanoglu 1992 Chapter 3: BEM For A Solid Sphere

3.3 - EVALUATION OF SINGULAR INTEGRALS

3.3.1 - Previous Formulation

Evaluation of the singular integrals present in the BEM formulation by the Convergence
Method is expensive in terms of the CPU time, due to its iterative nature. Therefore, a
method is required for these singular integrals, of order 0(1/r°‘) with o= 1, 2, which could

be evaluated efficiently and at a low CPU cost.

Nearly all of the known methods for dealing with singular integrals involve element
subdivisioning. The aim of these methods is to increase the accuracy of the integration. To
achieve this, the integration points are gathered close to the singular point by either using

a process of element subdivisioning or of nonlinear mapping, or both.

Jun et. al. (1985b) and Higashimachi et. al. (1986) used a double-exponential formula
which is based on the trapezoidal rule for two-dimensional elastic problems. However, this
method requires a high number of sampling points for sufficient accuracy, (see Cerroloza
et. al. (1989a & 1989b), Beswick (1992a)) and does not provide any significant advantage
over the Convergence Method. Telles (1987) used a non-linear coordinate transformation
to gather the sampling point nearby the source point. In this paper, the author also discu;scs
the use of the numerical quadrature formula developed by Kutt (1975). Kutt quadrature is
for the evaluation of finite-part integrals. This formulation can be used for the evaluation
of the singular kernels that exist in the Cauchy Principal Value (CPV) sense. Kernels with
singularities of order O(log r) cannot be evaluated with this method. Another way of dealing
with singular integrals is to use the direct computation of CPV integrals developed by
Guiggiani et.al. (1987) but this is limited to O(1/r). In this method, the CPV integrals with
first order singularity is reduced to two regular integrals plus two logarithmic terms. Later
Cerroloza et. al. (1989) extended the works of Telles (1987) and Guiggiani (1987) by
introducing a bi-cubic transformation that ensures total symmetry about the singular point

when it is placed on the comer of an element. The importance of maintaining total
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symmetry is lacking in Telles’s work and this was confirmed by Guiggiani (1988). This
was also discovered in the early stages of this study when dealing with adjacent elements

of different size (see Karamanoglu et. al. 1991).

3.3.2 - Finite-part Integral Formulation

The aim of this section is to show the development of an integration method in the current
work for accurate and efficient evaluation of the strongly singular kernels. The double
integrals present in this 3-D analysis are evaluated by combining the Gauss (see Stroud
et.al., 1966) and Kutt (1975) formulations. Both these formulae are given in terms of one
dimension only, but using one formula for the inner integral and another for the outer
integral, the double integrals can thus be evaluated. Consider two linear elements with a
source point shared between them (see Figure 3.5). Notice that these elements are divided
into two equal parts about ¢ = ( and then doubled after the integration of the right hand
side. These elements are divided into triangles in order to use local polar coordinates. The

new method, named as Composite Mapping, is applied to each of the triangular areas
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Figure 3.5: Element division for the Composite Mapping formulation.

-35.



M. Karamanoglu 1992 Chapter 3: BEM For A Solid Sphere

+1

-1

-
e

i

Figure 3.6: Composite Mapping transformation using 4 (Gauss) by 3 (Kutt)
quadrature with a= 60° and a= 10.

(Figure 3.6). The aim is to use this formulation to cancel the singularity present in the

integration and to pack more sampling points near the singular point. The formulation given

by Kutt (1975) is:
f(x) N 1)
X —alr . f (s)Inlr—s|
J:(x—s))‘ = (r—s)l Ewif [(—s) §i+s] + (A=1)1 (3.16)

where &i is the co-ordinate of the ith integration point, w; is the associated weighting

factor, A is used to control the order of the singularity, and N is the total number of
points. The above relationship is subject to the following condition: f(x) is a real
function of the real variable x. It is also required that f(x) € C in an interval containing
[s,/] and f(x) e C (A in the neighbourhood of s. For the case where the integration

interval is [0, b ] and A= 1, then the above formula simplifies to:

N .
Jzi%‘l = Y w,f(bE) + fO)Inlb| (3.17)
=1
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Take an example of a triangular area (Figure 3.5) for which the BEM integral is to be

evaluated. The integral is:
ﬂf (6,9) dbdo = f: f; f(p.¥) pdpay (3.18)

Notice that b is dependant on p and it should be treated accordingly. The outer integral is
to be evaluated using Gauss quadrature and the inner integral using Kutt quadrature.
However, the integral given in Equation (3.18) is not in the right form for a Kutt type
formulation. Therefore, Equation (3.18) is multiplied and divided by p so that it is tumed

into an acceptable form.

=j:f;)f£;m p dpdy (3.19)

The p2 term in Equation (3.19) will cancel out with the l/r2 term inside the function f,
since as p — 0 then p — r, provided that the local polar coordinates are used. Hence the
strong singularity present in the integrals when dealing with singular elements, will not
cause any problems, and the integrals can now be evaluated without any further element

division.

As the BEM formulation is in a spherical coordinate system, then some transformations
are necessary. Furthermore, the integral limits in Equation (3.19) need to be transformed
to (-1,+1) and (0, 1) spaces for the quadrature formulae. The outer integral limit (0 , o)

is to be mapped to (-1 , +1) space:

y=mé&+c (3.20)
=-1 ; \l]:O (321)
E=dl v=o (3.22)
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This leads tom=%andc=%-.

=2 (&)

The inner integral limit (0 , b ) is mapped to (0, 1) space:

p=mn+c

n=0 ; p=0 = =0

n=1 ; p=b = m=b
p=bn

(3.23)

(3.24)
(3.25)
(3.26)

(3.27)

The upper limit b has to be computed for each value of y (see Figure 3.7) by using the

relationship give in Equation (3.28);

a

= cos (3.28)
o®; Diti
01 4=y~ @
0.—90.
0L=tan_1[ i i-1
a
o
v="7 (&+)
__a
P p= cosy n
0 hd 6=6,~ p siny
1 \ o
a

Figure 3.7: Parameters and transformations used in Composite Mapping.

-38 -



M. Karamanoglu 1992 Chapter 3: BEM For A Solid Sphere

The formulation developed so far is used for the evaluation of the L.H.S. and the R.H.S.
of the BEM equations. Although Kutt type quadrature is not needed for the R.H.S. integrals,
these integrals were evaluated along with the others to save computing time in calculating
the many common variables. The Composite Mapping was implemented to the existing
code with little change and the formulation was tested using the surface displacements

formulation; the results are given in Table 3.3.

The f(0) In (b) term in Equation (3.17), named as the log term, was disregarded during
the implementation as it was discovered that the contribution coming from the upper
element cancelled the contribution from the lower element. This was due to the equally

spaced elements used in the mesh. This will be discussed in more detail in section 3.4.2.

Table 3.3: External displacements using Composite Mapping and linear
elements. (Analytical result is 0.2 X 10'5m)

1 9.00 0.200846
2 18.00 0.199172
3 36.00 0.199204
4 54.00 0.198847 N
5 72.00 0.198625
6 90.00 0.198552
7 108.00 0.198625
8 126.00 0.198847
9 144.00 0.199204
10 162.00 0.199172
11 171.00 0.200846
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3.4 - QUADRATIC ELEMENTS

In this section, a solid sphere is discretized by using quadratic elements. By making use of
these elements, the geometry can be modelled more accurately and a higher order of

variation of the surface variables can be used to improve the accuracy of the solution.

The solution is only provided for the top half of the solid sphere because of the symmetry
about the equator plane. However, as the axisymmetric formulation is not used in the
present work, again, the whole sphere has to be discretized so that contributions to the
system matrix coefficients are collected from the whole sphere. By placing source points
only on the top half of the sphere, the number of unknowns is halved and the size of the
system matrices is greatly reduced, leading to a more economical use of computer
resources. Again, the singular integrals are evaluated using the Composite Mapping method

and the rest are computed using the ordinary Gauss integration.

3.4.1 - Surface Displacements - equal elements

The basic BEM formulation for the surface displacements is the same as the one used in
Equation (3.3). However, when the boundary is discretized using quadratic elements, the
interpolation formula is based on the Lagrange’s Interpolation method. For a quadrétic

variation of displacement v:

v= va.' -l-sz‘.+l +N3v'.+2 (3.29)

where N 1’ NZ, and N3, called the shape functions, are given by:

N = (6-6,)0-86,) (3.30)
' ®,- 9.'+|) G ei+2) '

N = ©-6)(©-6.,) 331
2 (em - ei) (em - em) .
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Figure 3.8: Parameters used in the quadratic element interpolation using
Lagrange’s interpolation formula and its shape functions.

v ©-9)©-0,)
3 ®,,-96)6,,- ei+l)

(3.32)

Equation (3.29) is substituted into Equation (3.5) and then simplified into a form similar

to Equation (3.6), giving:

1 i, j j+ j*2 j 1 2
2v1+‘1A1+v1 B +v, Cl+v3Dl+v3 El+v3 F, (3.33)
As before, the integrals and other parameters are embedded in A T C 1Dy, Ejand F.
The R.H.S. of the BEM equation (see Equation 3.1) is not affected by the change in the

interpolation formula.

The outer nodes of the first element are both now placed on the ends of the element. i.e.
the first node is placed on the north pole and is shared by all the pole elements around the
X4-axis; the same applies to the last element on the south pole of the sphere. It is worth

noting here that the horizontal displacement component at the north pole node and the
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vertical displacement component of the node placed on the equator plane are both zero.

This is due to the symmetry.

System matrices are formed as given in Equation (3.9). The unknowns are then solved
using the NAG routine FO4ATF. The results were not as accurate as the previous
formulation at the north pole. When coefficients of the A matrix were examined the a,,
coefficient of the A matrix was found larger than the rest of the coefficients. Normally all
the coefficients were found to be much less than 0.5, except the diagonal terms which have
0.5 added to them from the free term of the BEM equations. A value greater than 0.7 for
a non-diagonal coefficient would therefore seem too high, and the first element was
analysed for convergence. The integrations involving the Kutt quadrature give a single
result at the end without any other information about the accuracy of this answer. So it was
decided to check the integration result over the first element with the Convergence Method.
The result of this analysis showed that the a, | coefficient, linking the horizontal and vertical
displacements at the north pole node, was not converging to a finite value. However, as
the horizontal displacement of the north pole node was zero, it was decided to exclude this
from the system matrices. This meant that the first row and the first column of the A matrix

were eliminated. This helped to overcome the problem of determining the a,, coefficient.

(3.34)

an-l.n-l an—l.n

n-12

n2 an.n-l an,n “n n
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Although it was not needed, the same procedure was applied to the vertical displacement
of the node on the equator plane which eliminated the n-1 rows and the #-1 columns as

shown below.

(3.35)

The solution of the Equation (3.35) gave successful results and these are shown in Table
3.4 below. They were obtained using eight element divisions in the 8 direction of the top

half of the sphere and 15 segments in the ¢ direction.

Table 3.4: Surface displacements determined using
quadratic elements (Theoretical value is 0.2 X 10'5m).

1 0.00 0.200488
2 5.62 0.200127
3 11.25 0.199773
4 16.87 0.199732
5 22.50 0.199384
6 28.12 0.199506
7 33.75 0.199108
8 39.37 0.199350
9 45.00 0.198907
10 50.62 0.199239
11 56.25 0.198763
12 61.87 0.199162
13 67.50 0.198665
14 73.12 0.199113
15 78.75 0.198608
16 84.37 0.199089
17 90.00 0.198589
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3.4.2 - Surface Displacements - unequal elements

Upto this stage, all the elements used in the mesh for the solid sphere have been of equal
size. When elements of different sizes are to be used in the surface discretization, some
fluctuations in the surface displacements are detected (see Karamanoglu et. al. 1991),

whereas in the case of equally spaced elements, such inaccuracies do not occur.

This effect is examined in this section by considering a solid sphere, discretized using
quadratic elements in two ways. The aim is to determine the surface displacements. In the
first case, the mesh is made up of only equally spaced elements and in the second case,
elements of various sizes are used to form the mesh. The results of the first case are listed
in Table 3.4 on page 43 and are also illustrated in Figure 3.9. Figure 3.10 shows the

integration scheme used for the singular element and the elements around it.

2.25 , . . ; . . 7
2,008 S S S S IEL""‘J‘LEF
1.75 | | i | i
8 : ¥ E 4 : i
\?o 1.50 ! ! ‘00 Resultant Displacements
v— * I A | 1 i
- E " A Horizo‘ntal Displat'cements
“g 1.25 E E EV Vertic;;l Displace*nents
Q I 1 7 1 :
B 100 1 s
3 : : : : :
-% '75 . 1 i i E | %
A | | i 5 ! ;
50 | | E | E | :
25 | ! 5 ! ! ! : |
0.00 L ! o e L i L
0 10 20 30 40 50 60 70 80 90
Angle 6

Figure 3.9: Surface displacements of equally spaced quadratic elements.
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Gauss & Kutt

Figure 3.10: Integration scheme for equally spaced elements. No distortion in
the results are observed.

Figure 3.11 shows the integration scheme used with different sizes of elements without
having any special treatment. The inaccuracies in the displacements, caused by changing

the element spacing, are given in Figure 3.12. This problem is solved by subdividing the

=

Gauss & Kutt ﬂ

Figure 3.11: Integration scheme used for unequally spaced elements.
Significant distortion in the results.
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Figure 3.12: Surface displacements of unevenly distributed quadratic elements
without element subdivisioning.

Figure 3.13: Unequally spaced elements. Distortion in the results are removed
by the use of element subdivisioning.
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Figure 3.14: Surface displacements of unequally spaced quadratic elements
with element subdivisioning. Fluctuations in the results are removed.

singular elements when the integration is performed. Before the integration of a singular
element is carried out, the two adjacent elements are compared in size and if necessary
they are made to be of equal size by dividing the longer element into two parts. The excess
area is integrated using the ordinary Gauss quadrature and the integration over the singhlar
area is evaluated by using the Composite Mapping method (see Figure 3.13). The results

are improved considerably and are shown in Figure 3.14.
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3.4.3 - Internal Displacements

The internal displacements using quadratic elements are calculated in a similar way to the
linear element formulation. The only difference being the order of the interpolation formula
used for the surface displacements. Again, Equation (2.53) is considered without any body
forces and the transformations given in Equations (3.3) and (3.7) with the interpolation
formula from Equation (3.29) are substituted into this equation. The final formula obtained

for a horizontal displacement at point i is:
15

i i i+ 42 j JH 2
=P, =[viA, + V"B, +vI°C +vID +VI"E +vI7F | (3.36)

When the above formulation is implemented, the results of intemal displacements of the

solid sphere is given in Table 3.5 (see Figure 3.15 for the plot of these results).

Table 3.5: Internal displacements using quadratic elements along 6 = 45°.

1 0.00 0.00000 0.00 0.00
2 0.10 0.01993 0.02 0.35
3 0.20 0.03989 0.04 0.27
4 0.30 0.05991 0.06 0.15
5 0.40 0.07993 0.08 0.09
6 0.50 0.09989 0.10 0.11
7 0.60 0.11979 0.12 0.18
8 0.70 0.13983 0.14 0.12
9 0.80 0.15976 0.16 0.15
10 0.90 0.17972 0.18 0.16
11 0.95 0.18968 0.19 0.17
12 0.96 0.19166 0.192 0.18
13 0.97 0.19365 0.194 0.18
14 0.98 0.19563 0.196 0.19
15 0.99 0.19761 0.198 0.20
16 0.992 0.19802 0.1984 0.19
17 0.994 0.19838 0.1988 0.21
18 0.996 0.19824 0.1992 0.48
19 0.997 0.19855 0.1994 0.43
20 0.998 0.20361 0.1996 2.01
21 0.999 0.21301 0.1998 6.61
22 0.9995 0.16804 0.1999 15.94
23 0.9999 0.10841 0.19998 45.79
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As the internal point approaches the surface, the results begin to deteriorate until finally
the computer code fails if continued. The reason for this is that as the internal point, being
the source point, approaches the surface, the distance between the source point and the
field point (i.e. the integration point over the surface element) becomes minimal: this
distance is the r term referred to in the BEM formulation. Figure 3.15 shows the effects

of this limitation. The main contributors of the inaccuracies in these results are the strongly
singular traction kemels, prk , given by Equation (2.23). Higher orders of quadrature will

improve these results but with corresponding increase of CPU time.

In practical situations, the results for the internal points can be determined at a reasonably
close distance to the surface and, since the surface results are already known, the limitation
presented here should only be a major concemn in the presence of large variations of the
displacements. The determination of results very close to the surface are more important

for the stresses than for the displacements; this will be discussed in section 3.4.4.

.300
. L
- 250
'©
: I —— Analytical Displacements
w 200 L 3
E {0 BEM Displacements
E ] 0
L 150
2
;:5: 100 | Eb
g
a 050 —
o .050 ¢}
e
0.000 X . - . . . . . ,
0.0 A 2 .3 4 5 6 7 8 9 1.0
Radius /m

Figure 3.15: Internal displacements of a solid sphere along the path 6=45°.

-49 .



M. Kararﬁanoglu 1992 Chapter 3: BEM For A Solid Sphere

3.4.4 - Internal Stresses

The evaluation of the internal stresses using quadratic elements for the discretization is
very similar to the analysis shown in section 3.2.4. The only difference is the use of a
quadratic variation for the surface displacements. If Equation (3.14) is considered for the
analysis, substitution of the transformations given in Equations (3.2), (3.7) and the

interpolation formula given in Equation (3.29), results in the following;:

c.=P - [vl’A.. +v"B_ +vC +viD +vIME 4+ vIF ]
if 1 if 1 if 3T 3 ij 3 ij

y g

]

(3.29)

Table 3.6: Internal stresses along 8= 0° for a solid sphere using quadratic elements.

1 0.00 | ‘0.995.7‘250 0.9957250 0.997'/"”682
2 0.10 0.9957318 0.9957318 0.9978293
3 0.20 0.9957674 0.9957674 0.9979945
4 0.30 0.9958719 0.9958719 0.9982162
5 0.40 0.9960909 0.9960909 0.9984458
6 0.50 0.9964418 0.9964418 0.9986991 -
7 0.60 0.9968814 0.9968814 0.9991720
8 0.70 0.9973623 0.9973623 1.0000363
9 0.80 0.9982047 0.9982047 1.0031072
10 0.90 1.0015550 1.0055501 1.0086613
11 0.95 1.0073561 1.0073561 1.0133601
12 0.96 1.0095420 1.0095422 1.0145341
13 0.97 1.012795 1.012795 1.0147891
14 0.98 - 1.002526 1.002526 1.0541050
15 0.99 1.420579 1.420579 -0.1613575
16 0.999 0.3409153 0.3409153 -186.10520
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The values obtained from Equation (3.37) are given in Table 3.6. Notice that the values
obtained for distances over 0.98m gave unacceptable results. With the internal
displacements, it was found to be possible to get accurate results with less than 1% error
at 0.997m, whereas for the internal stresses this value is much less. This shows the

significance of the order of the singularity present in the BEM formulation.

At this stage, minimising the CPU time was not the main concern and the results given in
Table 3.6 were obtained using equally spaced elements and Gauss quadrature of order 8.
Initially a fixed order of integration was used to compare the values obtained along 6= (°,
45°,and 90°. Surprisingly, even though double precision arithmetic is used throughout the
computer code, the three tests produced results with different accuracies. The most accurate
results were obtained along 8 = 0°. This could be due to the cumulative numerical errors

that may be produced in the evaluation of the large number of trigonometric functions.

The use of BEM in this way for stresses very close to the surface does not seem practical
as large quadrature orders are required and the results may not be of acceptable accuracy.
The surface stresses may not be calculated using the formulation given in this section due
to the singular nature of the BEM equations. However, it is still possible to calculate the

surface stresses using the surface displacements: this will be shown in chapter 6.
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Chapter

4

BEM For A Hemisphere

“Reading after a certain age diverts the mind too much from its creative
pursuits. Any man who reads too much and uses his own brain too little
falls into lazy habits of thinking.”

Albert Einstein

1931

4.1 - INTRODUCTION

In this chapter, the BEM analysis is implemented on a hemisphere to investigate the
problems associated with solids with multiple surfaces and sharp corners and/or edges.

A hemisphere is well suited for this work for the following reasons:

B 1t follows all the work presented in the previous chapters.
B Geometry is one step closer to the selected cone shape for the
final analysis.

W The geometry has a sharp edge so that the problems associated
with this can be identified, which also will affect the analysis

of the cone.

M The analytical results are already known from Chapter 3.
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Figure 4.1: Boundary conditions for the hemisphere used for the analysis.

The hemisphere selected has a radius of 1 metre and is subjected to an external uniform
outwards pressure of 1 MPa. The base is restrained in the x, direction and is free to move

in the x| and x, directions as shown in Figure 4.1.

4.2 - BEM IMPLEMENTATION

The BEM formulation to be developed in this section takes into account the two surfaces,
S, and S,. The basic formulation is the same as before, but integral equations are written
for both surfaces. The BEM equation for the horizontal component of the external

displacements on the hemisphere is:

1 i * * * . * * *
L+ js (P}, +p}, + 1p7y) R sinbdeda + js P, +up, +up) pdpde

= -‘;(WI Dy twLp, + wl}ps)R;SinOded(p + J;(wl 11/;1 + wlzsz + WISII;B) pdpdp (4.1)
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However, the base of the hemisphere is restrained in X, direction and therefore the u,
displacements on S, are zero. There are no tractions acting in the horizontal directions on

the base. The only traction on S, is 1’;3 and is distinguished from the p; on S, by the #

symbol. By taking these conditions into account, the fact that the tractions on S, are

unknown, it is best to rewrite Equation (4.1) as follows:

1 i * * * 2 .
5 U +Js (”1pn +up,+ “3P13) Rj sin8dBd¢

+ Js ("1p;1 + “zpzz) pdpde - LM)”I/;‘_; pdpde

= J;(wl P twpp, W 3p3)R;sin6d9d(p 4.2)

On surface S,,, the integration is done with respect to the radius p and the angle ¢ since the
angle © is constant at g The transformation given in Equation (3.2) is substituted into

Equation (4.2). The boundary is discretized using quadratic elements and therefore, the
interpolation formula given in Equation (3.29) is used. The shape functions N;, N, and N,
are the same as given in Equations (3.30), (3.31) and (3.32) for the S1 integrals, but for the

S, integrals they are:

(p-p,)(P-p,,)

_ 4.3
: ;- p.‘+1) ( P~ p.‘+2) -
__(P=p)(p=py) (4.4)
2 (p,-+1 - pi) ( P~ pi+2) |
(p-p)(p-p,,) (4.5)

2" (Pi2 = P) (Piy —Piy)
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The R.H.S. of Equation (4.2) is identical to the one used for the solid sphere and again the
surface tractions on S, are written in terms of the surface pressure by using the relationships
given in Equation (3.7). The final equation is written in a matrix form as before and since
all the unknowns are on the L.H.S. and all the knowns are on the R.H.S. of Equation (4.2),
the form A x=b is obtained. Only this time the unknown vector x holds the surface

displacements u; and u, for the S, surface and u, displacements and 1’\73 tractions for the
S, surface. The A matrix is partitioned to hold the coefficients from the integration of both

surfaces. Since the vertical displacements on the surface S, are zero, the % term of the

BEM equation is excluded from the diagonal coefficients of the A matrix for the rows that

are used for the u, component of the displacement.

4.3 - PROBLEMS WITH CORNERS

One of the weaknesses in the BEM is the difficulty in dealing with geometries with sharp
corners and edges. This is caused by the discontinuities in the geometry and the boundary
conditions. For an elasticity problem, the displacements are uniquely defined but the
surface tractions are multivalued at a coner node. This means that there are more unknowns
than the number of equations available and the solution is not possible. This requires other
approaches for the solutions involving comers and/or edges, and is normally referred to as

the corner problems in the BEM.

4.3.1 - Previous Work

One obvious way to solve the corner problems is to round off the edges and comers
(Banerjee et. al., 1981). This approach inevitably produces reasonable results away from
the edges and the comers but introduces local errors. This method cannot be considered a
satisfactory solution to the problem since in some cases the results at the edges and the

corners can be a vital part of the solution.
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Ricardella (1973), introduced the multiple independent node concept. For a two-
dimensional problem, an extra node is introduced to avoid the ambiguities in the definition
of the surface normal and the boundary conditions. In three-dimensional problems, two
additional nodes are introduced. This also provided the extra equations needed for the
solution of the system matrix. The problem with this method is that, unless a “sufficient”
gap is left between the comer nodes, the system matrix will be singular due to the very

similar rows of coefficients obtained for the corner nodes.

Another way to circumvent this problem when a displacement is specified at a comner is to
assume that the corresponding multivalued tractions are equal. This approach was adopted
by Lachat (1975) who found that the accuracy of results at points some distance away from

the corner are not significantly affected.

The multiple node concept was further studied by Chaudonneret (1978) who let the
multiple nodes at the comer share the same location. To avoid the singular solution of the
system matrix, two auxiliary equations are derived for each of the comer nodes using the
symmetry of the stress tensor and the invariance of the trace of the strain tensor. For a
two-dimensional case, there would be two equations and four unknowns. Of the two
additional equations, one of them can be obtained using the symmetry of the stress tensor
and the other, using the invariance of the trace of the strain tensor. Using the auxiiiary
equations derived, it would be possible to eliminate one set of the tractions and convert the
problem into a well-posed one. Similar analysis is applied to three-dimensional problems

by using a triple point at the corner to represent the traction discontinuities.

4.3.2 - Use of the Double Node Concept

The problem associated with the corners for the hemisphere is tackled with a concept
similar to the one introduced by Ricardella. The boundary is discretized with conforming
quadratic elements. Due to the symmetry, the surface displacements in the x, direction are

not calculated. Like the solid sphere in Chapter 3, the source points are distributed along
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apath where angle ¢ = 0°. This path is made of two surfaces, S, and S,. Both these surfaces
are divided equally into 5 elements with quadratic variation (Figure 4.2). The whole
boundary is also discretized in ¢ direction by 20 equally spaced segments around the x,
axis. The two elements forming the sharp comer have their outer node on the comer. The
element belonging to the S, surface has u; and u, displacements as unknowns on its corner
node, whereas the comer node of the element belonging to S, has the unknowns u; and

Py If the system matrix A is formed using this discretization as it is, two similar rows will

be obtained for the u displacements at the comer nodes, and this will result in a singular
matrix. To avoid this, the row associated with the u, displacement on node 11, and the row
associated with the u 1 displacement on node 12 are removed from the A matrix. In practice,
this does not produce any problems as the u, displacement at the comer node 11 is zero

and the 1, displacement must be the same at nodes 11 and 12.

a4

o Py — 'y P & o
) A Y A A d ~
|u|‘unlullul'mlmlul‘ullul‘ Xy
A A A A

3 P P P3 Ps P3 P Py Py Py P3

|
I
"LZZ 21 i() 19 18 17 16 15 14 13 11 X

|

Figure 4.2: Descretization used for the hemisphere.
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4.4 - PROBLEMS WITH INTEGRATION

The procedures for the numerical integration developed so far are not sufficient to evaluate
all the integrals over the hemisphere. The additional problems that were come across are

detailed in the next two sections.
44.1 - Integration of the Corner Elements

In Chapter 3, it is shown that maintaining the size of two adjacent elements equal in the
presence of a singularity is essential for the integration purposes. For this reason, care
should be taken when dealing with the two elements on the comer. For the integrals
involving these corner elements, a special routine is developed for the case when the source
point is on one of the two corer nodes. The difficulty is the dissimilar shape of the two
comner elements for the element length comparison. Ideally, the two elements should be
integrated and their contributions added together. Because of the geometry limitation, a
Kutt type of integration cannot be applied to the flat corner element which is on the base

surface, Sz.

An alternative is to use the Convergence Method. As shown in Chapter 3, this method can
be used to deal with unequally spaced elements by comparing the angle 8 if the elements
concemned are on the S1 surface. However, as one of the elements is on 82 surface,
comparison of the element size cannot be made by using just this angle. So, for the element
on S,, the base radius has to be used to determine the element length and to compare this
with the arc length of the adjacent element which is on S, surface. The element with the
longer side is divided so that two elements with identical lengths are obtained. The excess
area is integrated using the ordinary Gauss quadrature and the other areas are integrated

using the Convergence Method.

However, as the u, displacement on the comer node and on the S, surface is zero, some

of the coefficients become zero. This helps to simplify the convergence procedure as there
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Pi+1

®i

ri+l ri

Figure 4.3: Limitation on the Kutt integration for the S, elements.

would be fewer terms to check for convergence. Because of these diminishing and
somewhat redundant coefficients, it was possible to use the ordinary Gauss integration
method to evaluate the integrals over the comer elements. To check the validity of this
assumption, comparison with the Convergence Method is made for both of the corner
elements. As expected, very similar results are obtained from both methods. The testing
was then extended to see the effect of using these two different integration procedures for
the corner elements on the surface displacements and tractions. The results are given in

section 4.5.

4.4.2 - Integration Over the Base Elements

The integrals over the singular elements on the S, surface could not be evaluated using the
Composite Mapping method. The restriction is that when the rectangular elements are
divided across their diagonal into two triangular elements, one of the sides of the triangular
area is always curvilinear (see Figure 4.3) and this is not suitable for the Kutt integration.

Therefore, a convergence type integration procedure is developed for these elements. When
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Figure 4.4: Convergence Method used for the elements on the S; surface.

the source point is shared by two adjacent elements which are both on the S, surface, the
size of the radial lengths of these elements are checked and if necessary, the longer element
is made the same size as the neighbouring element by partitioning it and then the integration
is performed over the small areas and added together. Further division is continued until
the cumulative sum of all the coefficients are converged within a predetermined tolerance
of < 1%. The mesh used for the base surface is made of only equally spaced elements and
therefore, element length comparison was not necessary. As a result, elexﬁcnt
subdivisioning, such as the one shown in Figure 4.4, is used. The same procedure is also

used for the case when the source point is on the midside node.

Asinthe S, surface, all the integrations that involved singularities on surface S, have been
evaluated using one half of the singular element and then the result doubled to give the

total result over the whole element.

One exception where the previously described convergence type integration method is not
suitable is the central element of the S, surface. In this case amodified convergence method

is used where the division of the surface element is only done in the radial direction. The
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Figure 4.5: Integration scheme used for the central element of the S, surface
(Drawing not to scale).
The integrated area rapidly converges towards the central origin of the base surface as the

divisioning factor is set to 10 (see Figure 4.5).

4.5 - RESULTS

The following results are obtained using 5 element divisions on the S, path and 4 element
divisions on the S, path. The number of segments created around the x, axis is 20. Although
the expectancy of local errors has been reported by other researchers previously, it is
intended to see which integration method for the corner elements would result in a more
accurate solution. These results are also used to see the effect of using the double node

concept on the comer elements and how much local error this will introduce.

The comparisons are made for the resultant displacements on surfaces S; and S, and also

the tractions on the S, surface. Two methods of integration are used for the corner elements:

W Gauss integration without any element subdivision

B Gauss integration with element subdivision (Convergence
Method)
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Figure 4.6: Comparison of the resultant displacements on surface S;.
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Figure 4.7: Comparison of the horizontal displacements on surface S».
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Figure 4.8: Comparison of surface tractions on Sz using a different integration
scheme and double node concept for the comer elements.

In Figures 4.6, 4.7 and 4.8, comparison of surface unknowns are made. The results obtained
using the two different integration methods for the comer elements (Gauss integration
with element subdivisioning and Gauss integration without any element subdivisioning)
are compared against the analytical result. Both integration methods gave very poor results
at the corner element nodes. However, the errors around the comer are not so pronounced

at the other elements.

If the results other than the ones on the corner elements are considered, the two different
integration methods do not have any significant variations in the other results. Therefore,
the use of normal Gauss integration on the comer elements produces just as good results
as the case where a convergence type of integration is employed. Having said that, it should
be remembered that this is only due to the convenient type of boundary conditions present
on the S, surface. Otherwise, a convergence method should be used to avoid any possible

singularity problems.
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The results produced for the corner elements are not at all suitable for the purpose of the
work presented in this thesis. Thérefore, alternative ways of getting around the problem of
local errors introduced at the corners are required. This problem will be further discussed
in Chapter 5 using a hollow sphere where the path defining the source points will have two

comers, inner and outer.
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Chapter

S

BEM For A Hollow Sphere

“When a distinguished elderly scientist says something is possible, he is
probably right; when he says something is impossible he is probably
wrong”

Arthur C. Clarke

1969

5.1 INTRODUCTION

r I Yhis chapter concentrates on finding an alternative method to those suggested in
Chapter 4, conceming the problems associated with the corners and edges and to

look at the limitations of having long and slender geometries in BEM analysis.

Initially, a thick walled hollow sphere is considered to look at the comer problems. The
selection of a thick wall is to avoid any problems that may be caused by having a thin and

long structure.

Having completed the appropriate treatment of comers and edges, attention is paid to long
and slender structures. Previous research suggests that serious problems arise when dealing

with structures of such geometry (Bakr 1983, Brebbia & Dominguez 1989, Brebbia &
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X1

Sharp comer Sharp comner

Figure 5.1: Boundary conditions for the hollow hemisphere used for the
analysis.
Walker 1980). Problems of this kind are not unique to BEM and they also appear in FEM
applications where the structure under consideration involves elements with a large aspect
ratio (Cook et. al. 1989). The selected thick hollow sphere has an internal radius of 0.5m

and an outer radius of 1.0m. The applied boundary conditions are shown in Figure 5.1.

5.2 BEM IMPLEMENTATION OF A HOLLOW SPHERE

The BEM formulation for the hollow sphere is similar to the one used for the hemisphere
in Chapter 4. In this case, there is one more surface to consider in order to take into account
the inner surface, S;. Note that the axis of symmetry is not discretized. As in Chapter 4,
the BEM equation for the horizontal component of the surface displacements can be written
by considering the formulation derived in Chapter 2. The formulation is very similar to the
one used in Equation (4.2), but extra ténns are required to cover the inner surface. These
are the integrals concerning the surface displacement fields and the surface tractions. On

the inner surface the surface tractions are zero as there is no applied pressure, so this term
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is absent from the formulation. Once these terms are added on, the BEM equation for the

hollow sphere is ready and is given in Equation (5.1).
Lyiw [ up' +up, +up’) R sinbdéd
2717 % P UL THP B, ¢
* * A
+ L (up,, +up,,) pdpde - _Lw”p3 pdpde
* * * 2 .
+L (up,, +up,+ uapna) Rj. sinBd0d¢
' 2.
= J;(w“pl +w.p,+ w”p3)Rj sinBd0d¢ 6.1
The implementation of the Equation (5.1) is almost identical to the case of hemisphere with
the exception of considering two corners. Again all the unknown terms are on the L. H.S.
and all the known terms are on the R.H.S. The same transformations and interpolation
functions are used as given in Equations (3.2), (3.29 - 3.32) and (4.3 - 4.5) and are

substituted into Equation (5.1). This leads to a system of equations that are easily written

in the form of A x = b . As before, the vector x holds mixed surface unknowns.

5.3 RESULTS OF A THICK WALLED SPHERE

5.3.1 - Analytical Formulation

Theoretical analysis of a thick walled sphere can be found in a book by Prescot (1961).
The general formulae for a thick sphere with an inner and outer radii a and b, and the

pressures on the inner and outer surfaces p and g is given as:

3,3
b
6 ="3 3 {—b3q+a3p +__a 3 (q—p)} (5.2)
b —a r
1 3 3 ab’
Gy = PR {—bq+ap+ N (‘I“P)} (5.3)
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U= Zr«f {(1 - V)o, - vor} 5.4)

where ©, and O represents the radial and hoop stresses and u represents the radial

displacements, Distance r is measured from the centre of the sphere. The thick sphere used

in this chapter is subjected to external pressure only and, therefore, Equations (5.2) and

(5.3) simplify to:
b a
0 =15 {—;—1} (5.5)
b'—a |r
b3g a
G, = —-1 5.6
8 b3—a3{2r3 } ©0)

5.3.2 - BEM Results For A Thick Sphere

When the formulation explained in section 5.2 was implemented for the hollow sphere,
initial testing was done using the double node concept on the inner and outer comers.
Ordinary Gauss integration was used for the comer elements. On surfaces S| and S, the
Composite Mapping was used to evaluate the singular integrals and the Convergence
Method method was used on surface S,. All the non-singular integrals were evaluated using
ordinary Gauss quadrature. The surface divisions for Sl, 82 and S3 were 7,4 and 5
respectfully. Twenty segments were generated around the ¢ direction. The elements on
the first three and the last three segments had a fixed number of quadrature order of 15x16
and all the other elements had a quadrature order of 12x12. These results are given in

Figures 5.1, 5.2, 5.3 and 5.4.

The CPU time for this analysis took 18 minutes on an IBM 4381 mainframe to form the
system matrices. The reduction of this large amount of CPU time is discussed in section
5.6. As for the hemisphere example in Chapter 4, there were severe local errors on the

comers. However, for the displacements on surfaces Sl and S3, more accurate surface
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Figure 5.2; Comparison of resultant displacements on surface S;.
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Figure 5.3: Comparison of resultant displacements on surface Ss.
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Figure 5.4: Comparison of horizontal displacements on surface S,.
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Figure 5.5: Comparison of tractions on surface S..
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displacement values can be obtained by taking an average of the results on each surface,

especially when the comer node result is not included (see Figures 5.2 & 5.3).

5.4 SEMI-CONTINUOUS ELEMENTS

5.4.1 - Position of the End Node

Use of the double node approach in section 5.3 showed severe errors on the nodes belonging
to the comer elements. In this section, the nodes on the comers will be moved away from
the comers, towards the inside of the comer elements. The nodes at the other end of these
elements are to remain in their previous positions, making these elements semi-continuous.
The new position of the midside nodes will then be adjusted to suit the existing interpolation

formulae.

Comer element

d o »y -
T el T - i
t
—]
1
Comer element

Figure 5.6: Use of semi-continuous elements to prevent the comer problems.
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Table 5.1: Comparison of the extrapolated results for the semi-continuous elements.

S, Resultant Displacement - outer corner 2.23 1.05 0.58
S, Horizontal Displacement - inner corner 1.14 0.86 0.66
S, Horizontal Displacement - outer corner 1.16 0.58 0.89
S, Traction - inner corner 1.04 1.20 1.11
S, Traction - outer corner 1.92 0.73 0.91
S5 Resultant Displacement - inner corner 0.25 0.23 0.22

The optimum position of the shifted node was not known. To determine this, a series of
tests were conducted using the same sphere and the mesh throughout the tests. The distance
between the outer and the inner nodes, ¢, was taken as a percentage of the actual element
size (see Figure 5.6). The values of ¢ were taken between 30% and 90% with increments
of 10 %. A further value of 99% was also tried to see the effect of numerical instability of

the system matrix A.

The results of surface displacements for S 1 Sz’ S3 and surface tractions for surface S2 are
given in Figures 5.7-5.10 respectively. The most accurate results appear to be obtained for
t values of 50%, 60% and 70%. To get the most accurate position for the offset nodes, the
results for the 50%, 60% and 70% offset positions are plotted together with the offset nodes
extrapolated to the comers and compared in Figures 5.11-5.14 as before. The summary of
the findings are given in Table 5.1 above. By looking at the results given in Table 5.1, the
accuracy of the extrapolated results seem to get better as the fraction ¢ approaches 70%.
However, when t=80% the results get worse. There is also evidence that a unique value
for the optimum position for the outer node, which will provide the most accurate solution

for the displacements and the tractions for all the corner nodes, is not available.
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5.4.2 - Relationship Between Node Position and Gauss Points

In a paper, Xu and Brebbia (1986) suggest that there is a relationship between the optimum
location of the nodes in a discontinuous element and the Gauss integration points. However,
their investigation is based purely on numerical experimentation. They claim that for
minimal error in results, the position of the node inside a discontinuous element should
coincide with a Gauss integration point. In their tests, linear discontinuous elements were
used throughout in their mesh. However the elements used in this work are quadratic,
continuous everywhere except for the four elements forming the inner and the outer

corners, which are semi-continuous.

From the numerical tests carried out in the previous section, values of ¢ less than 0.5 and
bigger than 0.7 did not produce satisfactory results. Better results are achieved within the
region of 0.5 and 0.7. This shows that not all the Gauss points available can be used to
produce results with minimal error. In the work carried out at present, the order of Gauss
quadrature was set to 16 for the integration of the singular elements. The projection of the

Gauss points onto the comner element on S, surface is given in Figure 5.15.

6=77.1428° (-1)

Gauss | Angle | Angle Rt&io OL\
Abcisa & 9 o 78
0.9894 89.93 12.79 0.99
0.9446 89.64 12.50 0.97
0.8656 89.14 11.99 0.93
0.7554 88.43 11.28 0.88 0=83.5714° (0
0.6179 87.54 10.40 0.81 0.54
0.4580 86.52 9.37 0.73
8 0.64
0.2816 85.38 8.24 0.64
0.73
0.0950 84.18 7.04 0.54
0.81
0.88
AB=90-77.1428 = 12.8572 0.93

0.99 2997 9= 90.0000° (1)

Figure 5.15: Mapping of Gauss points over the corer element on S;.
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To test the validity of the claim by Xu et. al., several Gauss points were selected as the
location for the end node on the semi-continuous elements (see the table in Figure 5.15 ).
Identical mesh and Gauss quadrature order were used for #= 0.54, 0.64, 0.73 and 0.81. The
aim is to see if the errors in the displacements and the tractions would be minimized at one
of these Gauss points. The results of the displacements and the tractions are plotted in
Figures 5.18-21. A summary of these results and a comparison with other values of ¢ are
given in Table 5.2. These errors are given at the actual nodes instead of the mesh points.
The intention was to avoid possible errors that may be caused by the extrapolation of the
results to the mesh points. A graphical illustration of Table 5.2 is also given in Figure 5.16.
A comparison of the results given in Table 5.2, when extrapolated to the mesh points are

given in Table 5.3 and graphically illustrated in Figure 5.17.

It is interesting to see that not all the node positions corresponding to the Gauss point
locations give the best accuarcy. However, it is clear that the best results are obtained when
t is between 0.60 and 0.73 where errors of under 0.51% are seen. There is also a clear
indication that in this range, the error in the results are minimised at the Gauss points;
namely at 0.64 and 0.73. This is also valid when the extrapolated results are considered
and errors around 1% are determined. Although the minimum errors were obtained at ¢ =
0.64 and ¢ = 0.73, other ¢ locations corresponding to the Gauss points gave much worse
results compared to locations that did not corresspond to the Gauss points. This shows that
not all the locations corresponding to the Gauss points give the best results. It is also evident
that the optimum node position determined in one Gauss order will not be the same location
in another Gauss order since the location of the end node is a function of the Gauss abscissa.
Until a mathematical relationship between the Gauss points and the optimum node location
can be established, the optimum location for the nodes in a semi-continuous or
discontinuous elements should be determined by experimental methods for each of the
Gauss quadrature orders to be used in the actual analysis. For a Gauss order of 16, the best
location could be taken as 0.64 but for a different Gauss order this value would not be

appropriate. Optimum location for Gauss order of 12 is discussed in Chapter 6.

-82-



M. Karamanoglu 1992 Chapter 5: BEM For A Hollow Sphere

Table 5.2: Comparison of the results at the comer nodes to investigate the effect of end
nodes coinciding with the Gauss points.

S1 Resultant disps. - outer comer | 0.63 | 0.52 | 0.44 | 0.40 | 0.41 | 0.35 | 0.84 | 0.60

S2 Horizontal Disps.- outer corner | 0.90 | 0.61 | 0.46 | 0.32 | 0.51 | 0.36 | 3.00 | 1.87

S2 Horizontal disps. - inner comer | (.44 | 0.33 | 0.28 | 0.23 | 0.24 | 0.21 | 0.42 | 0.30

53 Resultant Disps. - inner comer | 0,38 | 0.29 | 0.25 | 0.20 | 0.21 | 0.17 | 0.36 | 0.27

S2 Traction - outer comer 0.17 | 0.07 | 0.01 | 0.07 | 0.14 | 0.15 | 293 | 1.78

S2 Traction - inner comer 0.251]10.17 1009 | 0.04 | 005 008 005} 0.14

[\
)

% Error In nodd results
~N
INTE

0.5

Ol "3 A _
-~ S1 disp. - ouler - S2 disp. ~ ouler -2 52 disp. ~ inner
£ S3 disp. - innar € S2 froctlon — outer - S2 troction = Inner

Figure 5.16: Plot of the errors in the nodal results shown in Table 5.2.
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Table 5.3: Comparison of the extrapolated results at the comer nodes to investigate the
effect of end nodes coinciding with the Gauss points.

S1 Resultant disps. - outer comer | 2,23 | 1.45 | 1.05 | 0.70 | 0.58 | 0.43 | 1.08 | 0.71

S2 Horizontal Disps.- outer corner | 1.16 | 0.73 | 0.86 | 0.36 | 0.89 | 0.57 | 5.11 | 3.08

S2 Horizontal disps. - inner corner | 1,14 | 0.99 | 0.58 | 0.76 | 0.66 | 1.32 | 0.72 | 0.56

53 Resultant Disps. - inner comer | (.25 | 0.23 | 0.23 | 0.20 | 0.22 | 0.12 | 0.23 | 0.29

S2 Traction - outer comer 192130073031 ]091 044 }10.79]| 6.23

S2 Traction - inner comer 1.04 | 1.00 | 1.20 | 1.16 | 1.11 | 1.09 | 0.74 | 0.79

% Error in nodd results

-8~ S1 disp. — oufer  —— S2 disp, — outer -~ S2 disp, ~ inner
~E3- S3 disp. ~ Innar  —>€ S2 troction — oufer s S2 frociion — Innar

Figure 5.17: Plot of the errors in the extrapolated results for the comer nodes
shown in Table 5.3.
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5.5 INCREASING THE EFFICIENCY

In all of the previous calculations the mesh around the x;-axis was generated using a
constant segment length. i.e. the surface was divided into equally spaced segments in @
direction. Normally the number of segments were predefined and a typical value used was
20. The quadrature order used for all the elements except the ones with singularities was
constant and it was set to be 8 by 8 or 10 by 10. Such high quadrature orders for elements

away from the singularities are not necessary to maintain an acceptable level of accuracy.

Since the bulk of the CPU time is taken by the amount of integration, a scheme was devised
to minimize the number of elements in ¢ direction and also allow the quadrature order of
the elements to reduce as they get further away from the singular points. To avoid rapid

changes to the element size in ¢ direction the following was adopted:

B Make all of the elements on ¢= 0 have the same length in ¢
direction as their length in 0 direction. This would make these
elements square.

B The first segment is reflected to the opposite side.

B The rest of the surface between the first and the opposite
segment is divided into segments which is incremented by
1.0, 1.5, 2.0, 2.5, 3.0 etc. multiplied by the first segment.

B The created mesh is mirror-imaged to the opposite side to
form the complete mesh.

Once the number of elements on surface S 1 is set, then the size of each element in 6 direction
is calculated. By applying the algorithm described above the coordinates for the elements
in ¢ direction are calculated. In this way the total number of elements are greately reduced.
Another way that was implemented to reduce the CPU time was to allow variable
quadrature orders during the execution of the program. Three levels of quadrature order
were set before the execution. Again the mirror image mechanism was used to assign the

quadrature orders. The order was reduced as the integration progressed in the
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AN
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16 - N\ 'I ". 2

§\\\ \\\\\\‘\\\\\\\\w-
" 4
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4

Figure 5.22: A typical allocation of segments in ¢ direction to reduce the CPU
time by allowing incremental segment size based on the element length in 0
direction and also variable quadrature order for integration.

counterclockwise direction. The first segment is the one with the singularity and the
integration order was set to the highest. This was 16 by 15. The elements, belonging to the
segments one before and one after the first segment was also set to this order. The
quadrature order for the next two segments was set to 8 by 8 and also for the two segments
on the other side. The elements in the rest of the segments were integrated using a 4 by 4
quadrature order. A diagram showing the implementation of the two methods described

above is given in Figure 5.22 above.

-90 -



M. Karamanoglu 1992 Chapter 5: BEM For A Hollow Sphere

5.6 THIN WALLED HOLILOW SPHERE

The hollow sphere geometry used in the previous sections had a wall thickness of 0.5 m.
Such wall thickness was selected to avoid the problems that may be caused by having long
and slender geometry. In this section, the limitation of BEM for dealing with long and

slender geometries is investigated.

The cone to be used in Chapter 6 has a wall thickness of 5 mm and a height of 100 mm.
This gives an aspect ratio of 20:1. In packages for FEM analysis such as PAFEC, there is
a limit to the ratio of longest to the shortest side of an element and this is limited to 5:1. In
BEM, there is a limitation for having elements too close to each other. In a short course in
BEM applications, Mercy & Trevelyan (1986) gave some guidelines on the ratio of element
length to the distance between them. These were based on their experience in FEM

applications and they are:

>5:1 Avoid.
3:1-5:1 Check results.

<3:1 Nommally O.K.

<2:1 OXK.

In the hollow sphere example, when the wall thickness is reduced to 5 mm, the limitation
about the distance between the elements on the inner and outer surfaces becomes a major
concern. The number of elements have to be increased to reduce the ratio. For convenience,
this ratio will be referred to as SOT in this thesis ( S over T ; S being the element length

and T being the wall thickness).
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5.6.1 - Element Size Limitation

To see the significance of the SOT ratio, two tests were conducted. The first was to maintain
the hollow sphere dimensions constant and to change the SOT ratio by varying the number
of elements on the inner and outer surfaces. The second was to keep the SOT ratio constant
and reduce the wall thickness by increasing the inner radius. The aim of this test was to

see the effect of having elements too close together.

Table 5.4 shows the summary of the results of the first test. The SOT ratio varied between
1.0 and 3.5. As the element size increased on surfaces S1 and S3, the error in the results
also increased. The most sensitive results were the horizontal displacements on the surface
S,. Although the averaged displacement results on the surfaces S, and S; were not as bad

as the S, displacements, the error in the nodal displacements was much bigger. For

Table 5.4: Summary of results of a hollow hemisphere with various SOT ratios. The
dimensions were kept constant. (Inner radius = 0.045m; outer radius = 0.050m )

328

10|16 2 |14 21 0.07 | 0.39 | 0.01 0.03 132x 132 | 987

151102 | 9 17 0.06 | 4.51 | 0.13 0.44 88 x 88 639

20 827 15 0.39 | 16.62| 0.49 0.79 72x72 410

25{6 |26 13 1.39 |41.32| 1.47 0.26 60 x 60 275

30525 13 2.53 |58.14| 2.75 1.14 27 x27 205

35142 | 4 11 .3.98 [57.54| 4.15 1.22 23x23 141

t - Results are averaged over the surface concemned.
t - Results are taken at the midside node along the surface S2.
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example, for the SOT=3.5, the S, displacement at 8= 0° resulted in +10.2% of error and
at the other end -27.9% of error. However, when all the results were averaged, the errors
were minimized and gave only an average error of 3.98%. This implies that averaging of
the results cannot be used as a good measure of the reliability of the error estimates.
Therefore, inspection of all the results are necessary and these can be seen in Figures
5.23-5.26. According to these figures, the best results are obtained at SOT=1.0 and the
worst results at SOT=3.5. From Table 5.4, the surface tractions on 82 show small errors
for all the SOT ratios. This can be explained by inspecting Figure 5.26. The errors are
almost symmetric about the midside node and of opposite sign. As the results are given at

this midside node, such small errors are expected.

All the graphs shown in Figures 5.23-5.26, with the exception of Figure 5.24, show curves
meeting at a certain point. On S, displacements, this is about 68°, for S, displacements this
is at 22° and for the tractions on surface S, the cross-over point is at half-way along the
thickness. This pattern is not present for the S, displacements. In this case, the whole curve

is displaced away from the ideal curve and none of the curves cut the analytical curve.

In a similar investigation which involved a 2-D axisymmetric formulation, Bakr (1983)
showed that for a hollow sphere, SOT ratio of 5.0 can be tolerated if 10 Gauss points are
used. He also shows that in the absence of sharp edges or corners, averaged errors of less
than 1% is possible. In the presence of a sharp comer, Bakr advises not to exceed the ratio
of 2.0. In the hollow hemisphere example, shown in this chapter, where there are two sharp
comers, it is shown that even with an SOT ratio of 2.0, nodal errors of upto 13% can be
expected for the inner and outer surface displacements, whereas the average error for these

are less than 0.5%.

Based on the findings shown in this section, the SOT ratio of 1.0 is recommended for thin
sections with sharp comers and where the accuracy of the results across the wall thickness
is important. Otherwise SOT ratio of 1.5 can be used if the errors of about 5% across the

wall thickness can be allowed.
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Table 5.5: Summary of results of a hollow hemisphere with various inner radii. The outer
radius dimension was kept constant at 0.050 m.

0030 J]O8 ] 5|23 11 0.35/1.24]10.08] 0.10 44x44 |141

00351087125 13 0.20/0.8210.04| 0.12 60x 60 | 275

0040 |O8 |10} 2 | 8 17 0.0910.53|0.03| 0.09 84 x84 | 590

0.045 {08 |20 2 |18 23 0.080.2310.03| 0.08 |164x164|2516

0046 | 1.0 20| 2 |18 23 0.09]0.33|0.05| 0.03 |164x 164 |2513

0.047 | 10126 2 |25 27 0.1110.32/0.08| 0.05 |216x216 4640

0.048 | 1.0 39| 2 |38 35 Singular matrix 320 x 320 18036

0049 {1079 | 2 |77 49 Data storage problems | 636 x636 | -

1 - Results are averaged over the surface concemed.
1 - Results are taken at the midside node along the surface Sa.

The findings of the second test, where the SOT ratio was kept constant and the wall
thickness was reduced by increasing the inner radius, are given in Table 5.5. All of the
results have a very low percentage of error in their averaged values. However, when the
nodal values are examined in Figures 5.27-5.30, it is clear that such small percentage of
errors are not just confined to the averaged values but to all of the nodal values too.

Selection of the SOT ratio of 0.8 and 1.0 which were used for the second test proved that

reliable and accurate results can be expected for small and large wall thicknesses.

Tests of wall thicknesses from 20mm down to 3mm showed very similar error values and
this again reflects the importance of the role that SOT ratio plays when dealing with thin
and long structures where elements are close together. It is also interesting to see that there
was no sign of interference from the two sharp comers on all the results shown in Figures

5.27-5.30.
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5.6.2 - Limitation of the System Matrix

Selection of small SOT ratios, such as 1.0, forces alarge number of elements to be generated
and this is reflected in the CPU times (see Table 5.5). Storage of large files can also cause

some problems and may result in the termination of the analysis.

Further reduction of the wall thickness was not possible for two reasons. The first cause
was found when an attempt was made to run the analysis with a wall thickness of 2mm.
Although the calculation of the system matrix was not a problem, the solution of this matrix
was not possible because of many similar rows being generated and this caused the matrix

to be singular.

The second cause that prevented testing the hollow hemisphere became apparent when the
wall thickness was set to Imm. Before running into problems of having similar rows in
the system matrix, there was demand for an unrealistic amount of storage area needed for
the system matrix. At the time of running out of disk storage, the CPU time required to
determine the system matrix was so large that it was decided to abandon the testing at this

stage. There was also every chance of obtaining another singular system matrix.
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6

BEM For A Cone

“Why does this magnificent applied science which saves work and makes
life easier bring us so little happiness? The simple answer runs: Because
we have not yet learned to make sensible use of it.”

Albert Einstein

1931

6.1 - INTRODUCTION

ﬁ nalysis of a nose cone has been the main concem in this thesis. The work presented
in this chapter uses the findings described in the previous chapters, and these are
applied to anose cone. All of the work presented in the previous chapters are systematically

implemented in this chapter.

As the analysis of the nose cone is the prime object of this thesis, the BEM formulation
developed so far is fully implemented and a comprehensive set of results are obtained. This
includes surface displacements, internal displacements, and internal and surface stresses.
All of these results are calculated directly with the exception of the surface stresses. These

are calculated from the surface displacements using natural cubic splines.
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Sharp comner

Figure 6.1: Profile and boundary conditions of a nose cone used for the
analysis

The profile of the nose cone used in this chapter is made of two circular arcs for the outer
surface and two circular arcs for the inner surface. Arc 1and arc 2 form the outer surface
S, whereas arc 3 and arc 4 form the inner surface S,. These surfaces are joined by surface

82 (see Figure 6.1).

Again, a uniform external pressure of 1MPa is exerted in the outwards direction. The
vertical displacements of the structure on surface S, are restrained in the x, direction and

only the horizontal movement is allowed in x, and x, directions along the surface S,.

Semi-continuous quadratic elements are used at the two sharp comers, and continuous
quadratic elements for the rest of the structure. The number of segments are again

determined by the method described in section 5.5 in order to maintain square elements

around the path where the nodes are placed.
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R 86

R =R sin® - 4
® o
0A = Rw&pROSO

84 = (R sin® - d) R 530

Figure 6.2: Diagram showing the parameters used in the calculation of the
jacobian for the large arc of the cone.
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6.2 - BEM IMPLEMENTATION OF A CONE

The implementation of the BEM to a nose cone is shown in this section. The formulation
is very similar to the one used for the hollow sphere in Chapter 5. However, as there are
two separate arcs for the inner and outer surfaces, slightly different equations are used, as
each arc had a different origin. For arcs 1 and 4, the origin for the integration purpose is

taken at Or and for arcs 2 and 4 at OR (see Figure 6.1).

The BEM equation for the cone is similar to Equation (5.1) with the following exceptions.
The integrals involving the surface S and the surface S, are broken down to two separate
integrals to deal with the two separate arcs that form these surfaces. This of course required

different jacobians for these integrals. The jacobians for the arcs 1 and 4 present no
. o . . 2 . 2 .2
difficulty as their origin is on the axis of rotation, X,, and these are 1 sin’0 and 1, sin"@

respectively, where r, and r_ represent the radii for these arcs.

The origin of the large arcs 2 and 3 is a distance d away from the rotation axis. As the
integration advances in the ¢ direction, the location of this origin varies with the angle ¢.

To take this effect into account, a new variable R(p is defined which will enable the rotation

of the origin of the large arcs (see Figure 6.2). For a given point on arc 2, the following

can be written:

dA = (R sinb - d) R dedd 6.1)
Similarly for a point on arc 3 the jacobian becomes:
dA = (Rsin® - d) R dod6 (6.2)

The values of R , R, r , r, and d are calculated before hand. Details of these are given in

Appendix B and are further discussed in section 6.3.
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The integration on the surface S, is unchanged. When the above equations are implemented
for all the surfaces, the complete BEM equation for the horizontal component of the surface

displacements and tractions can be written as follows:

% u'; + J;”(ulp:l + uzpl'2 + uap:a) rj sinBdBd¢
+ J;rc(ulp: 7t uzp:2 + 143p;3) (R sin® — d) R dBde
+JS (up;, +up,,) pdpde — J;“"ng s Pdpdo
+ ch(ulp;l + uzp:2 + u3p;3) (R;sinf — ad) R.d8de
+ J:m(u]p:l + uzp;2 + 143p:3) r‘,2 sinBd0d¢
= J;rc(w“pl WP, W, 3p3)rl.zsined9d(p

+ _[ (w, p,+w,p,+ WD) (R, sin® — d) Rid(-)d(p 6.3)

Arc
2

Numerical implementation of the Equation (6.3) is identical with the hollow hemisphere
in Chapter 5. Quadratic elements are used for the mesh.and the system equations are
determined as before. As all the knowns are on the R.H.S. and all the unknowns a;re
arranged to be on the L.H.S. of the Equation (6.3), no real problem is encountered in

forming the A x = b.

6.3 - COORDINATE GENERATION FOR THE CONE

The geometry of the nose cone used in this chapter is formed by taking two arcs of two
different size circles and merging these two arcs at a common tangent to form the outer
surface. The inner surface is also formed in a similar way by choosing smaller radii for the

other two arcs. These two surfaces are rotated about the vertical axis, x, to form the cone.
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Figure 6.3: Parameters used in the determination of the cone geometry.

The height of the cone, H, the base radius b and the tip radius r are specified to form the
outer surface. With these parameters known, Equation (6.4) is used to find a suitable large
arc. Given the wall thickness, the inner surface can also be formed (see Figure 6.3) to

generate the nose cone.

b +H -1
"0 o
— "
d= Ro -b (6.5)
0, =tan"' ‘—; (6.6)
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Because of the different origins for different surfaces, new equations for the coordinates

of the nodes are calculated as follows. For the outer large arc, arc 2:

X, =R sin0,— d 6.7)
X=0 (6.8)
x; = Rocosel. (6.9)
x’; = (RosinGj -d) cosQ, (6.10)
Jj _ ' _ .

X, = (Rosmej d) sing, 6.11)
x’; = Rocosej (6.12)

For the small arc, arc 1, the coordinates are:

X, =7 sind, (6.13)
X,=0 (6.14)
x; = rocosei +h (6.15)
Aj; = rosinejcoscpj (6.16)
X,= r 5in@ sin@, (6.17)
xja:rocosej+h (6.18)

Similar equations are written for the nodes on the arcs 2 and 3 by replacing r_ with r, and

R with R, The equations for calculating the coordinates on surface S, is not changed.
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6.4 - SURFACE DISPLACEMENTS

This section concentrates on the surface displacements and the tractions on the surface S,
Results are given for cones of 10 and 5 mm wall thicknesses and a height of 80mm. Further
tests with various cone heights were conducted and for all the cones tested, base radius

was selected to be 60mm.

6.4.1 - BEM Model

Equation (6.2) was implemented using quadratic elements to determine the unknown
surface displacements and the tractions. The same integration procedure described in
Chapter 5 was used and also the SOT ratio of 1.0 was maintained when generating the

mesh.

Initially, a 10mm wall thickness and a base radius of 60mm and a cone height of 80mm
was tested. The mesh used for this structure involved 4 elements on arcs 1& 4 and 10
elements on arcs 2 & 3. On the flat surface, surface S,, 2 elements were used. The number
of segments generated around the ¢ direction was based on the element size on arc 2, which
was around 20 segments (see Figure 6.4). A similar mesh was created for the Smm anll
thickness and this is shown in Figure 6.5 with 3 elements on arcs 1& 4 and 16 elements

on arcs 2 & 3. Surface 82 was divided into 2 elements.

There was no analytical solution or experimental result available for the geometry
generated. The only way to check these results was to compare them against another
method, even though some disagreements were expected. Therefore, the same problem
was modelled using the same mesh in a finite element package, namely PAFEC®. The
results were then compared. Once satisfied with the comparison, further analysis was
performed on the cone, such as different wall thicknesses and aspect ratios of height and

base radius. These are discussed in section 6.6.
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Figure 6.4: TheBEM mesh used for the cone with 10 mm wall thickness. Inner
and outer surfaces were divided into 14 and the base surface was divided into
2 quadratic elements. Initially, the internal points were distributed along the
mid-wall. Semi-continuous comer elements are not shown in this mesh.
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Figure 6.5: The BEM mesh used for the cone with 5 mm wall thickness. Inner
and outer surfaces were divided into 19 and the base surface was divided into
2 quadratic elements. Initially, the internal points were distributed along the
mid-wall. Semi-continuous comer elements are not shown in this mesh.
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6.4.2 - FEM Model

The Pafec FEM model contained 28 8-noded isoparametric rectangular elements of type
36210. The analysis was done in 2-D axisymmetric mode so that the vast amount of data

generated by the Pafec program was minimized. A typical mesh is shown in Figure 6.6.

TITLE NOSE COME TEST HEIGHT=0.08 BASE-R~0.06 RTIP=0.03 THICKMESS»0.01 FINE MESH

ML

YIEW FROM X »  0.0000
Y = 0.0000
1= 1.000

L

2 TOMARDS VIEWER

101 308 113

WHOLE STRUCTURE  DRAWK

{10 20 30 40 50 M. DRAVING NO. 2
Ts o ils 2o swvgwﬂ“ SCALE = 2.400
MULTIPLY BY 10 7Y UK DRAVING TYPE- 2

Figure 6.6: The FEM mesh used for comparing the BEM results. Care was taken
to maintain the same nodal positions as the BEM mesh shown in Figure 6.4 for

direct comparison.
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6.5 - INTERNAL DISPLACEMENTS

The formula for the internal displacements is similar to Equation (2.53). However, this
equation is written for one continuous surface and in the presence of body forces. Equation
(2.53) can easily be modified for the cone used in this chapter to take into account of the
different surfaces and arcs. In the absence of body forces, the equation giving the internal

displacements in x, direction, at any point within the cone wall, is:

2.,
L WDy WD, WP sin0dBde¢
-L w, P, +w,p, +w.,p.) (R, sin@ - d) Rdbde
- Lm("lp 1Py, up) 1 sinBdBdep

- _L (ulp;'l + uszZ + u3p:3) (RosinB - d) Rode(p

* * A
- fs (u,p,, +u,p,,) pdpde - sz,}m pdpde

-] @}, +up), +upiy) Rsind - d) Rdode

rc
3

* * * ‘2 .
- |, @}, +up}, +up)) r’ sinodedo (6.19)

re
4

A similar equation can also be written for the displacements in the x; direction (u;). The
variables p,, p, and p, are the components of the external pressure. When Equation (6.19)

is implemented, these can be written in terms of the resultant external pressure using

Equation (3.7).

The numerical results of these displacements are given at various distances away from the
inner wall surface for both the 10mm and Smm wall thicknesses. Comparisons are also
made with the FEM results for the internal displacements at mid-wall position and they

are given in Section 6.6.
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6.6 - COMPARISON OF BEM AND FEM DISPLACEMENTS

The following results are determined for a cone of height 80mm, base radius of 60mm, tip
radius of 30mm and wall thicknesses of 10mm and Smm. The results for the 10mm and

Smm wall thicknesses are given in sections 6.6.2 and 6.6.3 respectively.

The displacements are compared at various parts of the cone. These include the surfaces

S,, S, and S,. Displacements along 6 =0° and 6 =€ are also compared. Tractions on

surface S, are also shown. On all the graphs, centred symbols represent the point results

obtained by the BEM and the cubic spline fitted solid lines represent the FEM results.
6.6.1 - Optimising Node Positions

In Chapter 5 it was shown that for a Gauss order of 16, the optimum position for the
semi-continuous element node is to use £=0.64. However, in this chapter the highest Gauss
order was 12. Therefore new ¢ value was required for the optimum results. Tests similar to
those in Chapter 5 were conducted to establish the optimum position of the end node of
the semi-continuous element. In this case the actual cone geometry was used and the results

were compared against the FEM ones. Test were conducted for the ¢ values of 0.56, 0.68

Table 6.1: Comparison of the extrapolated results at the corner nodes with
various ¢ values.

S1 disps. - outer corner 1.02 046 0.76 0.72
S2 disps. - outer corner 1.95 043 0.60 1.35
S2 disps. - inner corner 1.06 0.46 0.59 0.90
S3 disps. - inner corner 0.65 0.34 0.44 0.61
S2 tractions - outer comer 1.83 1.70 149 5.90
S2 tractions - inner comer 242 1.24 247 2.69

T - 4 elements on surface S,
1 - 2 elements on surface 82
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and 0.79. The results are illustrated in Figures E.1-E.4 in Appendix E and a summary is
also given in Table 6.1. For the Gauss order of 12, the optimum results were obtained with

the ¢ value of 0.56.

The effect of having too many elements on the S, surface was also investigated. For £=0.56,
the S, surface was divided into 2 and 4 elements. Since the wall thickness was only 10 mm,
having 4 elements caused some deficiencies in the comer areas. The results of S, surface
having 4 elements are illustrated in the Figures E.5-E.7 in Appendix E, and also a

comparison is given in Table 6.1.

6.6.2 - Wall thickness = 10mm

The following results shown in Figures 6.7, 6.8, 6.9 and 6.10 are for a cone with 10mm

wall thickness and compare very well with the FEM results.

The problem of selecting internal points too close to the surface is shown well in Figure
6.10, particularly when nodes are placed lmm away from both surfaces. The sign of

oscillations developing in these results is very clear.

It is a general belief that the distance between the internal points and the surface should be
greater than the size of the surface elements. However, it is shown in Figure 6.10 that with
the correct selection of the element size and the number of Gauss points, an accurate
analysis, involving internal points which are very close to the surface, can be made possible

In the example discussed in this section, the element size on arc 2, which dominated surface
S,, was 9.4mm and the wall thickness was 10mm. A variable number of Gauss points were
used and although the elements close to the internal point were integrated using 12 by 12
Gauss order, this was reduced to 4 by 4 for all other elements. However, excellent results
were obtained even at points placed 3mm away from the boundary surfaces. This shows
that results very close to the surface can be determined. It will be shown in Section 6.6.3

that internal points much closer to the surface can also be placed.
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6.6.3 - Wall thickness = 5mm

Having completed a set of results with a 10mm wall, another cone of the same base radius,
tip radius and height with 5Smm wall thickness was tested. Smm wall thickness is the main

interest in this thesis as the investigation is concentrated on thin structures.

Results for the same parameters as in the previous section were obtained and they are
illustrated in Figures 6.11, 6.12, 6.13 and 6.14. The selected mesh was more dense than
the 10mm one as the SOT ratio was to be maintained at around 1.0 for all the surfaces.
Therefore, 19 elements were used for both the inner and the outer surfaces, whereas two
elements were used for the flat surface, Sz' For the small arc on the outer surface, 3 elements
were used and the remaining 16 were distributed on the large arc. The same allocation of
elements was also done on the inner surface. On surface Sz, 4 elements were too dense and
resulted m a singular system matrix. The number of the elements on the S, surface was

then reduced to 2 elements which solved the problem.

All the results given in Figures 6.11-6.14 have been compared with the results obtained
using FEM. They all showed very close agreement with the FEM results with the exception
of the tractions on surface S,. This was due to having two small elements on surface S,.
However, a minimum of two elements were necessary so that semi-continuous element
could be used. In Figure 6.14, the internal displacements showed remarkable accuracy even

for points placed at Imm away from the inner and outer surfaces.

6.6.4 - Various Cone Heights

Further investigation was conducted to see the effect on the surface displacements at
various cone heights with the same base radius and wall thickness. In this test, the wall
thickness was kept at 10mm and the outer base radius at 60mm. As the largest
displacements occured on the inner surface, S,, the comparison is done on these

displacements and they are shown in Figure 6.135.

-122 -



Chapter 6: BEM For A Cone

M., Karamanoglu 1992

06

08

"SSOUNOTY) [eM WUIC Il SUO0D 33 JO £ pue 1G SOOBYINS UO SJudwade[dsTp jueinsay 119 aangdif

0. 09

0g

0 J1suy

oY

0€

0¢

0

H

A

T T

syuawaoedsIp WHLY -out| PIjoS

S)nsar NHE 90eHns 100 A\
SINSaT HY soeyms souu] ()

T

vaalon

PP PPN I EFPUPS VU LU I DU I TP Y

cornlas

<
—

N
-

I/
9l
8’

0¢

w01 / ssuawdoedsiq yuelnsoy

-123 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(UIuIG = SSOUD[OTY} [leAA) "SUOLIDSIIP [erpel 9ary) Suofe siuawade[dstp N Pue INH g JO uostredwio)) 179 3ngij

Uy / SSSUNOTR [em SSoIde/Suofe 0uelSIp ferpey

o0 Sy Oy GE€ 0€ G¢ 0¢ G| 01 g 00

T T T T T T T O.o
= ——t + . - ] o
X % - X Y 4 v
4 9
) : 1g
syaowaoe[dsTp JAH -ouT| Pros
‘gSuoE SIMSA WAL <7 - o'l
]
‘powop smsar Ngg X ]
O=p3uoEsMsaI WHg —+— _ , . ¢t
A
4 9}
q MN <7 — < .
5 81
0¢

- 124 -

w 9_0{ / syuawaoedsi e nssy



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

0°09

(urwg = SSoUwONy [rep) €S doeyms Suofe suonden NH pue INHE JO uostredwo)) :€1°9 331§

wu / snIpey aseq

0°6S 0°'8S 0°/S 099 0°8S

.
T T T T T T T T _om

- G.-

suonoen W :9ul POS

suonoen WHe </ _ : +4 0°4-
\V4 \Y4 4G9

—<7
A4 4 1 09-
166
0°G-

eqJIA / SuOndEI]

- 125 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(WG = SSOUNOTYI [[EM ) €S Q0BJIMNS [[eA JSUUT U} WOIJ SOOUBISIP SNOLIBA J8 UMOUS SJUSUIOR|ASTp [euIaiu] ;4] '9 34n3di]

0 d8uy

06 08 0L 09 0S 0)7 0€ 0¢ Ol 0
: : . : = ; ; , , 00

-V
= 9
1
ig
4 0}
u e 4
“ - Eam
. wwgy A ¢l
“ “ wurg
e 19UUT o Wolj Aeme uruI| M
-Vl
3
== 19}
[
- 81

- 126 -

w0t / syuawadedsi ueInsay



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

((wug=snIpeI 9seq 1IN0 ‘ WUI(] = SSAUNOTYI [Te M)
"$1yS10Y SUO0D SNOLIRA YIIM £ SJBLINS [[EA IOUUT Y3 UO Sjuswadedsip juelnsar sy Jo uoswredwo)) :67°9 31ng1y

0 J[8uy

06 08 0. 09 05 “ovr o0 02 Ol 0
i . _ — _ . , 00

IOV PP
o
~—

N
-

S I
<
—

w01 / syuawaoepdsiqq yueynsay

-127 -



M. Karamanoglu 1992 Chapter 6: BEM For A Cone

6.7 - INTERNAL STRESSES

Inthis section the internal stresses are worked out using Equation (2.54) without the volume
integral which represents the body forces. The calculated BEM stresses are then compared

with the FEM results. By symmetry, the shear stresses ,, and 0, are zero and therefore,

are not compared. The cone considered has outer surface dimensions of 60mm base radius,

tip radius of 30mm, height of 80mm and wall thickness of Smm.

Although the internal stresses are calculated at lmm intervals across the wall, only the

mid-wall stresses are compared. Nodal values are compared for the shear stress ¢ ,, hoop

13°

stress OW and the Von Mises equivalent stress c,. The equivalent stress, defined in terms

of the global directional stresses, is given below (see, for example, Pafec, 1975):

_ \/(o“ ~06,)’+(0,,=6,)' +(0,, = 6,)" +6 (0}, + 0}, + 7)) (6.20)

¢}
¢ 2

60

x, 12 X

= —

Figure 6.16: Diagram showing the two hoop stresses Geo and Gog used in the
nodal stress comparison.
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8L
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§ 4 . BEM Von Mises Stress
E O BEM Hoop Stress ( OW)
2f
1L
0 1 1 1 i 1 1 i ) I
0 10 20 30 40 50 60 70 80 90
Angle 0

Figure 6.17: Comparison of BEM and FEM Von Mises and Hoop Stress
(Gyp) at mid-wall of the cone. ( Wall thickness=5mm)

Stresses / MPa

'7 ! 1 . L

—l L

4 BEM Shear Stress ( g,,)
— FEM results

i .

40 50
Angle 6

10 20 30 -

60 70 80 90

Figure 6.18: BEM and FEM comparison of Shear Stress o013 at mid-wall

thickness for the cone. (Wall thickness=5mm)

- 129 -




M. Karamanoglu 1992 Chapter 6: BEM For A Cone

Figure 6.17 shows the hoop stress C o and the von Mises equivalent stress G determined

at the mid-wall for the cone with a Smm wall thickness. A good agreement with the FEM
results is obtained. This is also reflected in the shear stress results shown in Figure 6.18.
The shear stress is maximum along 6 = 40°. The angle theta is measured clockwise from

the x, axis to x, axis as shown in Figure 6.16.

6.7.1 - Stresses Close To Surface:

As discussed in Chapter 1, the stresses for the internal points very close to the boundary
are expected to show substantial errors due to the singular nature of the BEM formulation.

This effect is demonstrated here by showing the hoop stress C o and Von Mises equivalent
stress O, at internal points across the wall thickness at small intervals. Results for both wall

thicknesses, Smm and 10mm, are shown in Figures 6.19-6.22. For both the wall
thicknesses, the results calculated at Imm from the inner and outer surfaces showed very
large errors and these appeared as severe oscillations. However, at points placed 2mm or
more away from the boundary surfaces, good results are obtained. Comparison of these
results with the FEM analysis at the mid-wall support this claim (see Figures 6.18 and

6.19).

For the 10mm wall thickness, the internal point stresses results are shown at 1,2, 4,6, 8
and 9mm away from the inner surface. For the Smm wall thickness, These are shown at 1,

2, 3 and 4mm away from the inner surface.
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20
181
16
14 |
12
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E 10L Imm
P 2mm
§ 81 4mm
g 6mm
1z 6 Smm i
9mm
41 /
4 S ‘ ‘A - -—-f_?’g—_-_.g—-'——«'_—-g
2 '...-:(‘A-» WESSEE ‘5—"‘? /—— 5 \
W seae e
0l /

0 10 20 30 40 50
Angle ©

70 80 90

Figure 6.19: Von Mises stresses at various distances away from the inner wall.

( Wall thickness=10mm)

10
9L
8
7
6
3
g
&
3
2
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Angle 6

Figure 6.18: Hoop Stress 64, determined at various distances away from the

inner wall surface. (Wall thickness=10mm)
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Figure 6.21: Von Mises stresses at various distances away from the inner wall.
( Wall thickness=5mm)

14 [
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Figure 6.22: Hoop Stress Gy, determined at various distances away from the
inner wall surface. (Wall thickness=5mm)
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6.8 - SURFACE STRESSES

The stresses on the boundary cannot be determined by using the formulation derived for
the stresses at internal points. This is due to the singular behaviour of the third order tensors
S Wi and Dk,.j shown in Equations (2.55) and (2.56) when the point under consideration is
placed on the boundary. For this reason, the surface stresses are determined by using the

surface displacements. This section shows the details of this method.

6.8.1 - Stress - Strain Relationship

To determine the stresses, the strains must be determined first. The following equations

show the stress - strain relationship:

g = %:- {o,-vo,-vo,| (6.21)
Egp = El— { G,,— VO - vow} (6.22)
ew = % { Cpo~ VO, — voee} (6.23)

On the inner surface, the radial stress is equal to zero as there is no pressure acting on that
surface. Therefore, only Equations (6.22) and (6.23) are required. The two hoop stresses

can be rewritten in terms of the hoop strains as follows:

E
Cgp = mj {eee + vow} (6.24)

(6.25)

The next step is to determine the two hoop strains from the surface displacements, and this

is shown in the next section.
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6.8.2 - Strain - Displacement Relationship

o

Figure 6.23: Diagram showing the vectors used for the calculation of the
tangent strains.

The tangential strains ( hoop strains) €., and €, 1€ determined in this section. Figure 6.23

shows two surface points a and b, displaced to aand b respectively. It also shows the

vectors associated with the displaced shape in the x, and x, plane. The vector ab can be

written in terms of the other vectors forming the polygon, such that:

ab =u+ a'b' (6.26)
=ab + (u + du) (6.27)
Therefore,
ab =ab+ (u+0u)—u | (6.28)
ab =R 30 e, + (u+du) - u (6.29)
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u=1u(6) e (8) +u6) ¢,(0) (6.30)
(1 +3u) = 1 (8 +56) € (6 + 56) + u,(6+ 56) ¢,(6 + 36) (6.31)
However;
d Be,
Z =e + 89e (6.32) ’
e =e -3 (6.33) ?'
ou
(u+0u)—u = [u (9) +—— 50 :”:er(G) + 36 e,(6) ]
ou
[u (6) + — ae] [ee(e) ~30¢(0) ]
— u(8) e (0) — u (6) e,(6) (6.34)
ou ou
(u+du)—u =u(®)e (9)+u(6)89e(9)+ 89e(9)+ 59e(9)
ou, ou
+u(8) ¢,(8) ~ u,(6) 80 ¢,(6) + =2 89e(6)— 89 ()
~ 1 (8) ¢ (8) — u,(6) ¢,(6) (6.35)

Ignoring the second order terms and collecting the similar terms together, Equation (6.35)

simplifies to:

0 a
(u+du)—u = 80 {[ ag' ]er(e) + [ % +u (6)} e(9)} (6.36)

Substituting Equation (6.36) into Equation (6.29);

. ou_ Bu
ab = 59 %—u (8) |e (6) + 89 +u(6) e,(6) (6.37)
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. - lab|-lab|

L labl

|a’b’ | = Va’b’ . a'bl
Rewriting Equation (6.37),

1 ou
ab = R &6 R 5~

du,
8

=y |-
%Iﬁ

=

U
o
o TR

= |-

Substituting Equations (6.41) and (6.42) into (6.40);

u,(6)
R

]e,(e) + {

ab =R 80[ (1+1,) ¢,®)+1,2(0) ]

au
+E—a_§+

(6.38)

(6.39)

u(6)

(6.40)

(6.41)

(6.42)

(6.43)

ab .ab=R 80[ (1+1,) (@) +1,¢,0) ] & 80[ (1+1,) €@ +1,,0) ]

=R2829[(1+re)2+tf]

=R2829[1+2re+r§+rf]

Ignoring the high order terms;

ab .ab=R'50 ( 1+21, )
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|a'b' | =R66(1+2re)% (6.48)

Using only the first two terms of binomial series;

(14+4x)'= 1 +nx (6.49)
gives;

|a'b' | =R8(1+1) (6.50)

Substituting this result into Equation (6.38):

R8(1+1,)-R30

€go = R0 (6.51)
1 94, u,
Epg = 1y = R 90 +-1—?— (6.52)
By similar analysis the hoop strain in the ¢ direction is determined as;
u du
1 17 .
eW_ch +R 30 (6.53)
ou,
Because of the symmetry, ZIE = (), and therefore;
U
8(9(4’ = 'R'; (654)

The definition of R(p is given in Figure 6.2. The tangential strains can now be calculated
using Equations (6.52) and (6.54). However, the €go is in terms of the displacement u, and

ou

the derivative “a—eﬂ These terms should be expressed in terms of the known displacements
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us €y )

o lll el

0 lle ee

Figure 6.24: Diagram showing the vector components of a surface
displacement.

u, and u, and they are worked out in the following way (see Figure 6.24). The displacement

vector ¥ can be written as follows:

u=ue +ue =ue +ue (6.55)

The tangential displacement 1, can be written in terms of the known displacements u, and

u, as follows:

e, .e 6.56)

The dot product of two vectors is defined as follows:

a.b =lal bl coso (6.57)

where o is the angle between these vectors a and b. For vectors of unit magnitude, the dot

product simply reduces to the cosine of the angle between the two vectors.
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Hence from Figure (6.24),
e, .e, =cos 0 (6.58)
4 .
€. ee=cos(3+6)=—-sm9 (6.59)

Now, substituiting Equations (6.58) and (6.59) into Equation (6.56),

u, = ulcose - u3sin9 (6.60)

Similarly for the u_displacement:

u=ue .e+ue .e (6.61)
T
u = ulcos(—z- - 6)+ u3cos6 (6.62)
u = ulsin() + 143cos6 (6.63)
o, ,
To determine the derivative FTY Equation (6.60) is differentiated with respect to angle 6

using the product rule:

du ou du

. _1 _ 3
30 = ulsm9+ 39 cosO u,cos6 3 sin® (6.64)
du, du, ou,
56 = —éé‘ cos6 — —ai sinf — llr (665)
ou
It was decided at this stage to express — in terms of the arc length as the preliminary
g 36

investigation showed discontinuities in the slopes of # and u, at the intersection of the two

arcs forming the surfaces if 6 was kept as a parameter.
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Hence:
au, aul ds
20 _ ds 90
00~ ds 00
But,
s=Rd6 (6.68)
9s _
0= (6.69)
Therefore;
E)ul aul
5" X
au3 8143
20 9s
du, Odu ou

® = ' Rcos®——Rsin®—u
s os r

90 0

(6.66)

6.67)

arc s
de. -

(6.70)

6.71)

(6.72)

Substituting Equation (6.72) into Equation (6.52), simplifies to the following:

ou, ou,

£ =—cos@——"sinb

8 gy ds
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6.8.3 - Use of Cubic Spline

Having determined the necessary expressions to calculate the tangential strains, the next
step is to calculate the displacement derivatives required by Equation (6.72). These
derivatives can be calculated from the quadratic shape functions used for the BEM
elements, but the first derivative would not be continuous, in general, at the ends of each

element and this would show in the strains and, therefore, stresses.

This is best explained by considering a small number of the elements and comparing the
first derivative of the displacements. For example, the derivatives of four elements on the
inner surface that belong to the large arc were calculated using both the quadratic
formulation and the cubic spline formulation. The results for quadratic formulation are
given in Figure 6.25 and for the cubic spline they are plotted in Figure 6.26. A very noticable
difference in the end nodes of the quadratic elements are seen and this is also reflected in

the final stress values.

In a different study (see Beswick, 1992b), a circular ring section under a point load was
tested to see the result of using quadratic elements for stresses across the thickness. The
results were taken at the 45° line across the thickness. The two extreme points which were
on this line, were also the end nodes of the quadratic elements. The results were both
compared with BEM analysis using BEASY? and the analytical theory. All the internal
points agreed with the theoretical results except the surfce points, where an error of 3.3%
was seen. The same problem was again solved with BEASY®, but this time the mesh was
modified so that the results were taken along a line that corresponded to the midside nodes.
The previous errors seen on the surface nodes had now diminished. The detailes are given
in Appendix C. Due to the apparent discontiniuties in the derivatives, as shown in Figure
6.25, a cubic spline was fitted through the displacement points available, and their
derivatives determined accordingly. Since by definition, a cubic spline is C’, the derivatives
were of quadratic order and smooth results obtained as the continuity of the derivatives

was maintained. The formulae used are given below ( Stoer and Bulirsch, 1983). The
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Figure 6.25: The derivative of the vertical displacements determined using
quadratic variation. (Each interval shows an element)

25

20 |
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16 20 24 28 32 36 40
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Figure 6.26: The derivative of the vertical displacements determined using
cubic spline fit. (Each interval shows an element)
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s A
S(x)
Yis2
Yia T —
T
] hi —
i-1 i i+] i+2 X

Figure 6.27: Parameters used for the spline fitting.

variable definitions are given in Figure (6.27). The second derivatives of the knots are

referred as the moments and are defined as M,. = S”(x‘.) .

(Jc'.—x)3 (x=x_) (x-x) _h‘.2
S&) =M, 6h. M, 6h. * h, },"-1-__6—1‘4"-l

(=, hiz
+—1y.-=M. forxe [x., ,x]1,i=l2,..,n 6.74)
hi i 6 i i-1 i
, (x, - x)’ (x-X,-_,)2 1 h. VM
S(x)=_M.'-1 2h.' +M, 2hl. +h; 0=y, - p ( i ) (6.75)
forxe [x,,x] =120
., (x,— x) =x_) .
S (%) =M;-| 7 +M‘. 7 forxe [x,,,x,] Ji=12,..n (6.76)

i ]
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From the information given so far, there are n-/ equations and n+/ unknown moments.
Therefore, two further equations are required and these can be gained from the end
conditions. This leads to a linear system of equations for the moment M, . In matrix notation,

it can be shown as follows:

2 1 0 M, Y,
2 Bl M, "
a'2 2 B2 M2 YZ
‘ ‘ = : 6.77)
(xn—l 2 B n—-1 Mn—l Yn—l
0 1 2 M v,
where,
hi
%=h +h, (6.78)
i i+1
h
_ i+1 -1 _
B,= ik =1-o 6.79)

6 1 1 .
Ly {h_ (yi+l—yi)—hi(yi—yi—l)} y fori=l, n-l (6.80)

i+

If the first derivatives are specified at x=x and x=x :
St = yx) (6.81)

Sx,) = y(x,) (6.82)
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therefore,

6yl—yo /
%=H1 " % (6.83)

__6_ / yn—yn—l 6.84
yrl—h yn h ( . )

For the cone used in this chapter, the slopes for the horizontal displacements u, (see

Figure 6.28);

Y%=, ; y,=0 (6.85)

’ N
Yo =0 ; Y= (6.86)

The formulation given in this chapter is implemented for the inner surface of the cone and

the results are shown in Section 6.9.

6.9 - RESULTS

This section is divided into three sub-sections. First section, section 6.9.1, gives a set of
sample results obtained by using the BEM displacements and the cubic spline fit. The next
section, section 6.9.2, shows the effect of the change in height over the inner surface
stresses. Section 6.9.3 compares a selection of cone height results of the inner surface, with

the results obtained by using the FEM analysis.
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6.9.1 - Results - BEM Spline Fit

In this section, the results of a cone of 80mm high, 60mm outer base radius and Smm wall
thickness are given. The bounadry conditions are those illustrated in Figure 6.1. Figure 6.28
shows the horizontal and vertical displacements on the inner surface of the cone. These
results were determined using the spline formulation given in section 6.8.3. The derivatives
of the displacements are given in Figure 6.29. It is these values that were used to calculate

the strains which are given in Figure 6.30.

As pointed out in section 6.8.2, the displacement derivatives were calculated with respect
to the inner surface arc length. To maintain consistency, all of the following results shown

in Figures 6.28-6.31 were plotted against the arc length. The hoop stresses 6, and G, ar¢

given in Figure 6.31. The direct stresses 0, O,,, O,, and the shear stress o, , are also

1 V2
compared with the FEM results. These BEM stresses were determined from the calculated

hoop stresses o,y and O by using the following relationships:

G, = G,,c0s’0 (6.87)

c,, = °w (6.88)

G,, = G, sin’ (6.89)
-0, sin’6 — 0’3300829

O3 = sin20 (6.90)

The details of these relationships are given in Appendix D. These stresses are also compared
with the FEM results and they are given in Figures 6.32-6.34 where excellent agreement

between theses results can be seen.
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6.9.2 - Results - Various Cone Heights

In this section, three sets of results are provided for cones of 10mm wall thickness and
outer base radius of 60mm. The cone heights tested are §0mm, 100mm, 120mm, 140mm,

160mm and 180mm. The compared stresses are hoop stress O oo’ Von Mises stress ¢ and
the shear stress G ,. From the results, it is clearly shown that as the cone height increases,
the hoop stress and the Von Mises stress at the base of the cone also increase and, decrease
at the nose section of the cone. However, these stresses tend to pick up again at the tip. The

shear stress is maximum at around the point where two arcs merge on the inner surface.

The results are shown in Figures 6.35-6.37.
6.9.3 - Results - FEM-BEM Comparison

The results explained in section 6.9.2 are only the BEM results. In this section, a selection
of these results are compared with the results obtained by using the FEM. The mesh used
for the FEM model matches identically with the BEM mesh on the inner and outer surfaces
with the exception that the FEM mesh elements across the wall thickness is divided into

two so that several internal points were also obtained.

Again, the hoop stress Gw’ the Von Mises stress o, and the shear stress C,, are compared

for the cone heigths of 80mm, 100mm,140mm and 180mm. The BEM results agree well
with the FEM results except for the point very close to the tip of the cone. These are given

in Figures 6.38 and 6.39.

The comparison of the shear stress ©,, is given in Figure 6.40. The results indicate that

there is practically no change in the shear stress at the merging point of the two arcs

irrespective of the change in the cone height.

- 147 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(WG = SSOUNITR [[EA\) "OOBJINS JOUUT AU UO Sjuawrade[dstp oy Jo 313 aur[dg :87°9 24ngi]

ww / p3uay ary
00} 06 08 0L 09 0S (07 0o¢ 0¢ O} 0
— 1 T T T T Y T T _IT|._ 0.0
% 7
4G
sjuowsoejdsig “n
1
4 0L
synomaoe[dsiq :,.j = 4Gl
- 1
0'¢

w01 / syuawaoeidsiq

- 148 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(urnug = ssouony [reAr) -ourds Sursn ooeyms IouuT Y U0 SIUSWOR[ASTP Y} JO SOALBALR( 169 2INB1

W / @Eus] ary

00F 06 08 04 09 0S oY 0¢ 0¢ Ol 0

T

501 / sadojs

- 149 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(Wwg =SSO eM)

“€G ooeyIns Jouwn oy Suore surens (renusgue)) dooy INHE (€9 24nSig

unu / EuY Uy
09 0S oY 0€ 0¢ Ol 0
_ - _ _ : _ 0
-9
: -0l
‘“‘ ll[ |
3]
= N :
e ,
M _
== 02
vl
4
7 lge
7
T - o€
jﬂJJQﬂQQQQ'“Qﬂﬂiq W
._mm
ov

- 0T\ SUERS

- 150 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

001

06

08

(Wwg =SSP [EM)
"20BINS Jouuy ou uo $¢o pue 800 sossans (Tepuadue) dooy INH G :1€°9 21Ny

ur / u3udy ory

0L 09 0§ oY 0¢€ 0c Ot 0

T T T T T T 1 o

eJIA / S9ssans

- 151 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(WU = SSAUD[OMJ [[EA) “2JBJINS Jouur o Suofe sassans AL Pue NFd Jo uostredwo)) :g¢ 9 91n31y

<

05 o 0 02 ol
T 7 T T T T Y T T N /§\ ]
£ 1
y y
S, " :
g Yz Z
4 4 -
W NSz D U
G -, 3
VTV N7 |.H
- -
" M
\Y ¥
Y% !
SISt WH SIoquAS’ RS .
€€ M 7 ]
° SInSax WL ouf] PIOS VA
".o. X 4
. A PV ARVIVA
‘ 5 ]
- ]

O

O .

<>
<>
<P
<P
<P
<>
<

P

PRV S

v

0

edIN / Sessang

- 152 -



(Wwg = SSAUTOIY [[e M) “90BHINS Iouul oy Suofe €10 ssans Teays JNH] Pue WA Jo uosuedwo)) :¢¢*9 3.Ingij

Chapter 6: BEM For A Cone

| I s I e |

0S oY g gz Ol 0
_ “ - . _ _ _ . _ . 9-
)
s
1
-
le-
le-
Synsar H ey prjos 1
simsar WH4 :S[oquig )
*
i ik
]
u B
0

M., Karamanoglu 1992

-153 -

vdIN / S9ssanS



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(Wwg = SSIUWONP [BAA) ~20eJInS Jouur 3y} SuoTe Sassans SISTA] UOA NH] Pue NHH Jo uostredwo)) :p¢-9 34ngiy

09

wuw / snipey 9seg

1) 0€

0¢

Ol

0

symsa¥ WL :ou] prios
Symsar WH Sjoquisg

oY

Qv

0's

s

0’9

G'9

0L

G'L

08

eJIA / S95s0RS

- 154 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(w9 =snIper aseq 12N ‘WU | = SSAUOTY) [fep)
"s1yS10y Su0d SNOLIBA 10§ 90eJINS Iouwr oy Suope *0o sassons dooy NA G :S€°9 3an31y

unu / smpey ssegq

0g Gy oy GE 0€ Ge 0¢ Gl Ot g 0
_ ﬂ : T _ = . _ _ 0¢

/<

G'9

-155-

edIN / S9ssansg



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

14

oY

GE

o€

(wur(9 =snIpes aseq IANQ ‘W] = SSIUNITY e )
"SIYS19Y SU0D SNOLEA 10 308JINS JIUUT oY} SUOTE SISSAMS “O SISTIAT UOA JNHF :9€°9 3ang1]

unu / snipey aseg

G¢

0¢

Gl

Ot

g

0

\

T

T

T

L

wwQg|
ww(gT
wwgp
wwoz|
wwQQf

wwgg

T

r—

]
1

P

Lo

0¢

g2

o€

1 0¥

Sv

1 0

S'S

- 09

BJIN / Sossans

- 156 -



(W9 =snipel aseq JAN) ‘W] = SSA[OTYI [TEM )
*S1YS19Y SU0D SNOLIRA 10J 90eJINS Iouul ot Suofe £10 Sassans Teays NHd ;L€ 9 31ns1

w / snrpey aseq

Ge 0¢ G¢ 0¢ Sl 0l S 0
Ge-

Chapter 6: BEM For A Cone

T

.

T T

W)L , \ _
gy

W91 A

wuigg

0°¢-

NI RS

| G-

1 0°}-

/

PR ST R | [ R |
1 o
: o o

M. Karamanoglu 1992

- 157 -

eJJA / s9ssans



Chapter 6: BEM For A Cone

(urw(yg =snIpel aseq IANQ ‘WW(] = SSAWYONP e M)

"SIYS1oY 9U0D SNoLIeA J0J 90eyms Iouur oy Suore 4o sassoms dooy . pue N Jo uostredwio)) :g¢°9 3ang1 g

eJIN / sassans

- 158 -

M. Karamanoglu 1992

wu / snipey sseqg
0% 1% oV Ge 0€ T4 0¢ Gl Ol S 0
7 i T T 4 L] T T T w OGP
1 0¢
PSS SFF
L= 7 1 R
‘ b\bk» 7Y @;. 0¢
&P AN
BT 0008 |
2 A 1 m-
LN 2 | = 107
= o g gte = ————lonr o
Lt — ‘.l 40\.». % )
= A O N u.m‘» ]
(NS V. ] .
(OO0 ﬂs\!\v\\ A SINS NE 30T PHOS 406
wwggy A ;
wgpy \/ ]
wuwgor @ 09
wuog :
- 0L




Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(WG = SSOUNITR [[EA\) "OOBJINS JOUUT AU UO Sjuawrade[dstp oy Jo 313 aur[dg :87°9 24ngi]

ww / p3uay ary
00} 06 08 0L 09 0S (07 0o¢ 0¢ O} 0
— 1 T T T T Y T T _IT|._ 0.0
% 7
4G
sjuowsoejdsig “n
1
4 0L
synomaoe[dsiq :,.j = 4Gl
- 1
0'¢

w01 / syuawaoeidsiq

- 148 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(urnug = ssouony [reAr) -ourds Sursn ooeyms IouuT Y U0 SIUSWOR[ASTP Y} JO SOALBALR( 169 2INB1

W / @Eus] ary

00F 06 08 04 09 0S oY 0¢ 0¢ Ol 0

T

501 / sadojs

- 149 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(Wwg =SSO eM)

“€G ooeyIns Jouwn oy Suore surens (renusgue)) dooy INHE (€9 24nSig

unu / EuY Uy
09 0S oY 0€ 0¢ Ol 0
_ - _ _ : _ 0
-9
: -0l
‘“‘ ll[ |
3]
= N :
e ,
M _
== 02
vl
4
7 lge
7
T - o€
jﬂJJQﬂQQQQ'“Qﬂﬂiq W
._mm
ov

- 0T\ SUERS

- 150 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

001

06

08

(Wwg =SSP [EM)
"20BINS Jouuy ou uo $¢o pue 800 sossans (Tepuadue) dooy INH G :1€°9 21Ny

ur / u3udy ory

0L 09 0§ oY 0¢€ 0c Ot 0

T T T T T T 1 o

eJIA / S9ssans

- 151 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(WU = SSAUD[OMJ [[EA) “2JBJINS Jouur o Suofe sassans AL Pue NFd Jo uostredwo)) :g¢ 9 91n31y

<

05 o 0 02 ol
T 7 T T T T Y T T N /§\ ]
£ 1
y y
S, " :
g Yz Z
4 4 -
W NSz D U
G -, 3
VTV N7 |.H
- -
" M
\Y ¥
Y% !
SISt WH SIoquAS’ RS .
€€ M 7 ]
° SInSax WL ouf] PIOS VA
".o. X 4
. A PV ARVIVA
‘ 5 ]
- ]

O

O .

<>
<>
<P
<P
<P
<>
<

P

PRV S

v

0

edIN / Sessang

- 152 -



(Wwg = SSAUTOIY [[e M) “90BHINS Iouul oy Suofe €10 ssans Teays JNH] Pue WA Jo uosuedwo)) :¢¢*9 3.Ingij

Chapter 6: BEM For A Cone

| I s I e |

0S oY g gz Ol 0
_ “ - . _ _ _ . _ . 9-
)
s
1
-
le-
le-
Synsar H ey prjos 1
simsar WH4 :S[oquig )
*
i ik
]
u B
0

M., Karamanoglu 1992

-153 -

vdIN / S9ssanS



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(Wwg = SSIUWONP [BAA) ~20eJInS Jouur 3y} SuoTe Sassans SISTA] UOA NH] Pue NHH Jo uostredwo)) :p¢-9 34ngiy

09

wuw / snipey 9seg

1) 0€

0¢

Ol

0

symsa¥ WL :ou] prios
Symsar WH Sjoquisg

oY

Qv

0's

s

0’9

G'9

0L

G'L

08

eJIA / S95s0RS

- 154 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(w9 =snIper aseq 12N ‘WU | = SSAUOTY) [fep)
"s1yS10y Su0d SNOLIBA 10§ 90eJINS Iouwr oy Suope *0o sassons dooy NA G :S€°9 3an31y

unu / smpey ssegq

0g Gy oy GE 0€ Ge 0¢ Gl Ot g 0
_ ﬂ : T _ = . _ _ 0¢

/<

G'9

-155-

edIN / S9ssansg



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

14

oY

GE

o€

(wur(9 =snIpes aseq IANQ ‘W] = SSIUNITY e )
"SIYS19Y SU0D SNOLEA 10 308JINS JIUUT oY} SUOTE SISSAMS “O SISTIAT UOA JNHF :9€°9 3ang1]

unu / snipey aseg

G¢

0¢

Gl

Ot

g

0

\

T

T

T

L

wwQg|
ww(gT
wwgp
wwoz|
wwQQf

wwgg

T

r—

]
1

P

Lo

0¢

g2

o€

1 0¥

Sv

1 0

S'S

- 09

BJIN / Sossans

- 156 -



(W9 =snipel aseq JAN) ‘W] = SSA[OTYI [TEM )
*S1YS19Y SU0D SNOLIRA 10J 90eJINS Iouul ot Suofe £10 Sassans Teays NHd ;L€ 9 31ns1

w / snrpey aseq

Ge 0¢ G¢ 0¢ Sl 0l S 0
Ge-

Chapter 6: BEM For A Cone

T

.

T T

W)L , \ _
gy

W91 A

wuigg

0°¢-

NI RS

| G-

1 0°}-

/

PR ST R | [ R |
1 o
: o o

M. Karamanoglu 1992

- 157 -

eJJA / s9ssans



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(Wwui(g =SnIpel 9seq JAINQ ‘W] = SSALYITY [feM)

"SIYS1aY SU0D SNOLIBA 10§ 30BHINS ISUUT oY) SUOTE “O SISSANS SASTI UOA NHA PUe IWH Jo uostredwio)) :6¢°9 21ndij

ww / snIpey aseq

0¢ S¢ 0¢ Gl ol g 0

edJN / Sessang

T T T T — ._ O-—v
- 9t
- 0%
VaEAN “ .
CADLES = e
44..«.@44 L 0'c
S |
g ° 000X
-/ Vi P RAY gt
“»«.“s‘mn“‘o\l,- 1 B = - |
A . DJ] D I o..v
SHOS31 WEHL 1901 PIOS | oy
L 121 SEAN ]
LU BV ' oG
wugy O )
ot — ' 6°
-0’9

- 159 -



Chapter 6: BEM For A Cone

M. Karamanoglu 1992

(w9 =snrpes aseq PIINQ ‘WUI)| = SSIUNOIY} [lep )
“SIYS1oY SU0D SNOLIRA 10} 20ejms Jouun oy Suore €10 sassans TeayS L] Pue AL Jo uostredwo)) ;09 3angi ]

ww / snipey aseg -
08§ 1174 (07 1% 0€ G2 0¢ Gl Ol q 0
T T T T T T T 7 T \u_ m.ml
- 0'¢
o
1 0¢-
1 G-
L o)
SHOSAl Wi S0 POS “ G -
wwosT A :
unugpy 7 ' 0°0
]
unu))| Av 1
wugg [] 49
0t

CJIN / S9550NS

- 160 -



__In

Chapter

7

Further Developments

“Only in men’s imagination does every truth find an effective and
undeniable existence. Imagination, not invention, is the supreme master
of art as of life.”

Joseph Conrad

1912

7.1 - INTRODUCTION

In this chapter, investigations to take the present work one step further are discuséed.
One of the areas in need of further investigation is to increase the ability of BEM to
deal more efficiently with long and slender sections. It is shown in this work that by having
two surfaces very close together, similar rows are obtained in the system matrices which
cause singular solutions. This is due to the fact that as the geometrical position of the nodes
on two different surfaces becomes similar, the resulting coefficients also become similar,
and hence this results in similar rows in the system matrices. This type of limitation also
appears in fracture mechanics, where the nodes on both surfaces of a crack often share the
same special location when the crack is closed. One way to get around this problem is
suggested by Portela et. al. (1991) where a different formulation is used for each of the

crack surfaces. This method is known as the Dual Boundary Element Method (DBEM).



M. Karamanoglu 1992 Chapter 7: Further Developments

7.2 - DBEM APPLIED TO CRACK PROBLEMS

The DBEM uses two independent equations. In Portela’s case, the displacement and the
traction boundary integral equations are used. One of these equations is used for one side

of the crack and the other equation is used for the other side of the crack.

The displacement equation is given in Equation (2.60) and it is repeated here, for the benefit

of the reader, without the body force term.
% u(x') + Js p:k(x',x) u(x) dS(x) = '[s w;k(x’ X) P, dS(x) (7.1)

The stress equation for a boundary point x’, derived by Cruse (1977), in the absence of the

body forces, is:

Lo, +] 5,00 uwdsw = [ D,;p,dsex) 72)

By using the relationship given in Equation (2.2), the traction equation is written as follows:

LP() + nx) fs 00 () dS@) = nx) Js D, p,dS() (1.3)

where n/(x’) denotes the j component of the outward normal to the surface, at the point x.

Equation (7.1) and (7.3) form the bases of the DBEM formulation.

7.3 - DBEM APPLIED TO CONE

These two equations were used to model the cone geometry discussed in Chapter 6.
Equation (7.1) was used to formulate the outer and base surfaces, S, and S,. The surface

S5 was formulated using Equation (7.3). However, on the inner surface, S3, there were no

tractions and therefore, Equation (7.3) was simplified to:
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n ) | S0 1) ds) = 0 (7.4)

Equation (7.1) was already implemented for the surfaces S, and S, using quadratic
elements. The integration routines were also successfully implemented. In Equation (7.4),

the kemel S,; exhibits a hypersingularity of the order ’—’J . Hypersingular kemels arise

whenever the normal derivative of a conventional boundary integral is taken. This is due
to the fact that hypersingular integral equations involve the derivatives of already strongly

singular kemels.

The existing Composite Mapping integration was developed for a singularity of order 'i,

and when the integral was transformed into polar coordinates, the order of the integral
reduced by one. This process is detailed in Chapter 3. The same procedure can be applied
to the integral in Equation (7.4) which will make the integral a finite-part integral of order
2 (see Kutt, 1975) and is also equivalent to the Hadamard principal-value, provided the
integrand is C? continuous (see Portela, 1992) . To maintain the C? continuity requirement
on the integral Equation (7. 4), elements of cubic variation were used on the inner surface

and quadratic on the other two surfaces.

However, at this stage, it was decided to test the convergence of the integral Equation (7.4)
on a singular element on the inner surface of a hollow hemisphere by using the refinement
technique illustrated in Chapter 3. However, convergence of the Equation (7.4) over a
singular element was not achieved using the refinement type integration. The same test
was also tested with discontinuous quadratic elements which satisfied the continuity

requirements, but no improvements on the results were seen.

Although the DBEM method is reported to work well on 2D applications (Portela et. al.,

1992), difficulty in the evaluation of the hypersingular integrals of order’% present in 3D

applications has been a limiting factor in this study. Further investigation into this problem

is necessary and perhaps a more advanced integration scheme can be developed employing
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a Kutt type formulation with A = 2. It is worth noting here that a Kutt formulation of this
order will have complex abscissas in the formulation and complex number manipulations

will be necessary in the programming.

7.4 - NEW INTEGRATION METHODS

Recently, attempts have been made to solve the hypersingular integrals, which appear in
the BEM formulation, directly. Gray et. al. (1990) used a direct analytical integration with
a limiting process on flat elements. Another way was proposed by Krishnasamy et. al.
(1990), who interpreted the hypersingular integrals in terms of the Hadamard finite-part
integrals and then converted these into regular line and surface integrals through a use of
Stoke’s theorem. Since no integration by parts was performed, the problem was still

formulated in terms of the original variables.

Guiggiani et. al. (1991a, 1991b, 1991c), showed that all hypersingular integrals arising in
the BEM could be directly transformed into ordinary integrals in the local plane of the
intrinsic coordinates through simple but rigorous manipulations. Firstly, it was shown that
no unbounded terms arise in the limiting process. This process was then translated in terms
of intrinsic coordinates and through some suitable expansions, all of the singular integrals
were evaluated analytically and the limit was carried out exactly. The remaining regular
integrals were then integrated using an ordinary Gauss quadrature of low order. It was also

shown that the method provides good results even on curved elements.

By using these methods described above, it would be possible to overcome some of the
problems outlined in this thesis. For example, it would be to possible evaluate problems

with thin sections using BDEM and also to determine the whole stress tensor directly on

the boundary.
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8

Conclusions

“Mathematics, rightly viewed, possesses not only truth, but supreme
beauty - a beauty cold and austere, like that of sculpture.”

Bertrand Russel
1918

In this thesis, Boundary Element Method formulation and its application in three
dimensional elasticity analysis have been presented by making use of Elements of linear
and quadratic variations. However, it was found that a quadratic element formulation,
which turned out to be easier to implement, gave more accurate results. The main object
of this study has been the application of the BEM for a nose cone which concentrated on

several key areas of the method.

Calculation of the diagonal terms of the system matrix was done explicitly so improvements
on the integration of singular integrals could be made. Two different integration methods
were tested. Convergence Method was based on dividing the singular elements into smaller

areas and summing the results until they converged within a predescribed percentage of
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error. With the Accelerated Convergence Method developed here, where the element
division factor was increased from 2 to 10, the number of iterations necessary to produce
the same percentage of error was dropped from 7 to 4 which saved considerable CPU time.
Further increases in the element division number was possible, but the danger of
approaching the singular point too quickly and reaching the limit of the computer was
increasing. With a division number of 50, the number of iterations were reduced to 3 but
the risk of having a premature end to the program execution was far too great. Therefore,
it was decided to keep the number of iterations to 4. Throughout this research work, a

division number of 10 was used.

Another integration method, Composite Mapping, which was used to integrate singular
double integrals was also used. This method used both Gauss and Kutt quadratures. The
rectangular elements were divided into triangular elements and Composite Mapping was
then applied to evaluate the integral without any iteration. The Kutt integration method is

based on the finite- part integral formulation and this was implemented in the BEM.

The result was that Composite Mapping was found to be more efficient than the Accelerated
Convergence Method and it was used to evaluate the singular integrals on the inner and
outer surfaces. On the flat surface, S,, the singular integrals were evaluated using the

Accelerated Convergence Method .

However, in circumstances where the validity of the numerical answer is uncertain, such
as the A(2,1) coefficient of the system matrix, a convergence type integration method
would be more advantageous because it would be possible to monitor the convergence of

such coefficient, whereas the Kutt type integration method would fail to indicate

non-convergence.

Using unequal size elements caused some problems in the determination of the surface
displacements in the solid sphere analysis. This problem was solved by subdividing the

larger singular element concerned and performing the integration on the now two identical
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sized elements and then adding the contribution coming from the excess area separately.
This method significantly improved the accuracy of a mesh that contained unequally

spaced elements.

For the solid sphere of radius 1 metre, good results with internal displacement errors under
0.5% were achieved at nodes as close as 0.003 metres to the surface. However, for the
internal stresses, accurate results at nodes so close to the surface could not be achieved.
For example, in the solid sphere case, the direct stress 63; was determined at 5.4% ata
distance of 0.98 metres. This was due to the more severe singularity presence in the

calculation of the third order tensors multiplying the displacements.

Investigation into the comer problems revealed some interesting results. Initially a double
node approach was implemented to solve these problems. However, the results obtained,
showed that two nodes sharing the same geometrical space, with some of the variables at
these nodes eliminated from the system matrices, was not suitable. Therefore, another
alternative was tried. This was to use two semi-continuous elements at the comers and a
hollow hemisphere was used to develop this method. The corner node of a continuous
quadratic element sharing the comer was pulled back into the element slightly to form a

semi-continuous element. The midside node position was adjusted accordingly.

The position of the corner node was optimized experimentally for a fixed quadrature order.
The tests were done using a 16 by 16 rule and it was found that the most accurate results
were obtained when the comer node was placed between 60% and 70% of the element
length. i.e.when?=0.6 - 0.7 . Further tests were done to link the position of the gauss points
and the position of the comer node to the accuracy of the surface displacements. It was
found that there is an optimum position of the comer node which coincided with the gauss
point. For Gauss order of 16, this was at £=0.64 and for quadrature order of 12, the best

results were obtained when £=0.56.
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An investigation into the relationship between the element size and the wall thickness for
a hollow geometry was conducted. For a long and slender section, like the hollow sphere
and the cone geometries used in this work, in the presence of small wall thicknesses such
as Smm or less, it was discovered that the element size should be made the same size as
the wall thickness (SOT=1.0). Under these conditions the errors determined on all the

surface results were less than 0.5%.

The selection of the SOT ratio was confirmed in two tests. In the first test, the inner and
the outer radii were kept constant at 45 mm and 50mm respectively. The number of elements
on the inner and outer surfaces were adjusted to determine the SOT ratios. SOT ratios of
1.0 to 3.5 were tested. The best result was obtained when the SOT ratio was 1.0, which
resulted in errors less than 0.5%. At larger SOT values, the nodal values on the inner and
outer surfaces showed considerable errors but when averaged, these dropped to acceptable
levels. In case of SOT=3.5, the outer surface displacement at the corner node gave 28%
error but when the outer surface displacements were averaged, this resulted in only 4%
error. For SOT ratios greater than 1.0, all the results showed greater errors at the comer

nodes.

In the second test, the outer radius was kept constant at 50mm but the inner radius
dimension was varied between 30mm and 49mm. The SOT ratio was kept constant by
altering the element numbers on the inner and outer surfaces. The tests showed that for a
fairly thick walled sphere (50mm outer radius, 20mm wall thickness), an SOT ratio of 0.8
gave around 1% error and took 2.3 minutes of CPU time. When the wall thickness was

reduced to 3mm, errors of less than 0.5% were recorded but the CPU time went upto 77

minutes.

It was also found in the second test that there was no increase in the errors at the nodes
near or at the comers from 20mm thickness down to 3mm wall thickness. This shows that
although very accurate results can be achieved, SOT value of 1.0 can be expensive

especially in three dimensional analysis which was implemented here. However, this

- 168 -



M. Karamanoglu 1992 Chapter 8: Conclusions

approach can significantly improve the results in 2-D and axisymmetric analysis dealing

with long and slender sections with and without the sharp comers.

The wall thickness that was the main concermn in this study was Smm. When test results of
SOT=1.0 were compared with SOT=0.8, no significant increase in the results were seen

compared to the large increase in the CPU time of 16 minutes to 42 minutes.

An attempt was made to push the BEM model to ilmm and 2mm wall thicknesses but this
was not successful. For the 2mm case, the system matrix obtained after 134 minutes was
singular due to very similar rows being achieved. The main reason for this was that the
elements on the flat surface, S,, were getting too small, especially with the comer nodes
being pulled towards the inside of the element. At this stage this problem could have been
avoided by using just one element on the flat surface, but the CPU time of 134 minutes
and solving a matrix of 320 by 320 was not practical. The elements on the inner and outer
surfaces were also getting too close together which would cause instability problems in the
system matrix as the two surfaces came closer. For the Imm wall thickness, data storage
problems were encountered and the analysis was not continued as negative results were

anticipated.

It is shown in this study that the BEM can handle long and slender sections as long as‘the
SOT ratio of 1.0 is maintained. The only disadvantage may be the larger CPU time but
with the new developments in the computer technology in mind, this may not be an issue

in the very near future; at least for small scale problems.

For the cone analysis, an SOT ratio of 1.0 was maintained and for the semi-continuous
elements, the factor ¢ was set to 0.56 throughout the analysis as gauss order of 12 was used
for the integration of the corner elements. Cone results were compared with the results

obtained from FEM analysis.

The initial comparisons included the surface displacements and tractions for cones with a

10mm wall thickness and a Smm wall thickness. The BEM results agreed well with the
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FEM results. This was then extended to internal points where BEM results were obtained
at various distances along the wall of the cones. The internal displacements obtained for
the cone with 10mm wall showed oscillatory results at lmm away from the inner and outer
surfaces and gave good results everywhere else. For a Smm wall thickness, better internal

displacement results were achieved at distances as close as lmm from the surfaces.

However, the internal stresses gave a much different picture. Hoop and Von Mises stresses
compared at the mid-wall of the cones agreed well with the FEM resuits but large errors
occurred at nodes close to the surfaces. The oscillations were a lot more severe than the
internal displacements at the same nodes. This was believed to be due to the higher order

of the singularity present in the stress formulations.

For the results obtained through direct evaluation, good agreement was seen between the
BEM and the FEM results. However, the surface stresses were determined using the surface
displacements as the present formulation was not suitable for the direct calculation of these

stresses.

It is shown in this study that by using a cubic spline fit through the displacements, improved
results can be obtained as the first derivative required for strain calculations would be
continuous. If quadratic variation was used as in the BEM formulation, there would be

discontinuities in the strains and this would be reflected in the stresses.

As the maximum stresses were expected to be on the inner surface, these stresses were
compared with the FEM results. For the 5mm wall thickness, excellent results were
obtained in all of the stresses. However,there was a slight disagreement at the tip of the

cone.

To see the variation of the stresses on the inner surface as the cone height increased with
a fixed base radius, several cones of 10mm thick walls were tested and compared with the
FEM results. Cone heights of upto 180mm were tested which was three times the size of

the base radius. Hoop, Von Mises and the shear stresses were calculated on the inner surface
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for all the cones. For hoop and Von Mises stresses, as the cone height varied, the stress
curves turned in an anticlockwiée direction as if they were pivoted about 28mm away from
the origin. These stresses were deliberately plotted against the base radius which was
common to all the cones, regardless of their height. The maximum of these stresses
occurred at the base. The shear stress became maximum where the two arcs of the surface

met. These results were also confirmed by the FEM.

The slight disagreement with the FEM results which was seen on the stresses calculated
for the Smm wall, was also present for the 10mm wall but it was more pronounced. As the
cone height increased, the BEM results for the hoop and Von Mises stresses gave higher
stress values at the tip of the cone. However this disagreement was confined only to the

first element on the tip.
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Linear Interpolation
Formula

The linear interpolation formula used in Chapter 3 is based on a straight line equation,
v=m06+c (A.1)

To find the slope m and the intercept ¢, two equations must be written and solved

simultaneously.
0= 9}. yov= v = V=m Gj +c (A.2)
o i+
8=0. ; v=y = Vi i=m 8, *c (A.3)

Subtracting Equation (A.2) from Equation (A.3):

i
Vi -V =m G 6) (A4) ,
vj+1
o=y
m= AS) i
(9j+l - ej) ( v
3]

9; 0j+1
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A2X 6, = Vo, =m9.8. +ch (A.6)
J+1 faa! j o+l faa!

A3X 6. = V10 =me 6 +ch, (A7)
j j o j

Subtracting Equation (A.7) from Equation (A.6) gives:

j j+1
Ve, —V"8,=c(8, -6, (A.8)
e, —v"e)
PO R o (A.9)
®,,-9)

Now substituting the Equations (A.5) and (A.9) into the general equation (A.1) give:

Sy Ve —v"e,
v=le_—e | *| e -6 A0
Jj+1 fi J+l J

Equation (A.10) can be re-written in the following form:

. (8-9) (8..-0)
= i+ i + V’ Jj+H
®,-9) 6,,-9)

A (A.11)
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Formulation Of The Cone
Geometry

|
|
1
l

d b

Figure B.1: Parameters used in the determination of the cone geometry.
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The profile of the cones to be generated in this thesis is made by joining two arcs of two
different circles. An arc of a small circle is used to make the tip and another arc of a much
larger circle is used to form the rest of the cone. The two curves are merged at an angle

where they have a common tangent.

Normally, the base radius, b, cone height, H, the tip radius, r, and the wall thickness, ¢, are

given and the rest of the parameters are calculated from the following relationships.

Given r o H,band

h=H-r B.1)

R-r)Y=d+h (B.2)

R -r)=@®R-by+H (B.3)

R2-2rR +r’ = R2-2R b+b + i’ (B.4)

2R (b-r) = b’ +KH -1 (B.5)
B +n -7

R, = 2@-{; ®o

Having determined the radius of the outer large arc, R | then;

d=R -b (B.7)
e=mﬁ§ (B.8)

Equations (B.1), (B.6), (B.7) and (B.8) are used to generate the profile of the outer surface.

Subtraction of thickness 7 from R and r_ gives the R, and r, for the inner profile.
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Effect Of Quadratic
Elements
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i/
o
B 7

Figure C.1: A Curved beam used for the comparison of tangential stress G, at
angle 0 =45°,
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Figure C.1 shows a curved beam with an inner radius R'.-—- 0.2m, outer radius Ro = 0.4m,

b =0.1m and d = 0.2m. The beam is subjected to a point load W = 0.2 MN. Comparison
of the stress due to bending involved the theory developed by Winkler and the numerical

analysis by the BEM.

The inner surface of the beam was decretized into five quadratic elements, the outer surface
into six quadratic elements and the ends at 6 = 0° and 8 = 90° into two quadratic elements

each.

The object of this analysis is to compare the stresses at a distance p measured from the
inner wall at © = 45° and show the effect of seeking stresses at an end node of a quadratic

element which is also shared by a neighbouring element.

From the Winkler theory ( Beswick, 1992), the tangential stress along mean radius R is

given by:

= a)
o, = Wsin © 7 (C.1)

where,

d
, R+ 5)
J = —R*bd +R’In y (C.2)
R- 5)

Table C.1: Results of Winkler stress for the curved beam at 6 = 45°,

0.0 { 0.02{0.040.060080.10}0.12 | 0.14 { 0.16 { 0.18 | 0.20

-89.0(-64.7(-44.5-27.4/-12.7{ 0.0 { 11.2 | 20.9 | 29.7 | 37.5 | 44.5

-92.11-64.2|-43.6|-26.7|-12.5|-0.26| 10.6 | 20.3 | 29.3 | 37.7 | 47.7
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40 |

20 L

2
T

3 A Winkler Theory

Stress due to bending / MN/m
[N
o

-40} O BEM Results
-60
L
-80 ¢
-100ﬁ S T T N S N T S S T T T S
0.00 .02 .04 .06 .08 .10 a2 14 .16 .18 .20

Pointp /m

Figure C.2: Comparison of stress due to bending at 6 = 45°,

The results given in Table C.1 are also plotted in Figure C.2. The stresses at the internal
points compare well but the surface nodes have 3.4% error on the inner surface and 7.2%
error on the outer surface. When the mesh for the BEM model was arranged in such a way
that the nodes on the inner and outer surfaces at 8 = 45°, corresponded to a mid-point, the

errors at the end nodes were seen to reduce to the similar order of the error on the internal

nodes.
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Stress Transformations

Determining o, ;:

By Y

Figure D.1: Resolving forces to determine the stress Gj; in terms of the
tangential stress Gge.
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On the inner surface there is no pressure, therefore on the surface, the radial stress o,, is

zero. By equating the horizontal forces from F igure D.1:

CB Gy, cos § = ABO'll (D.1)

However, from the triangle ABC,
CB=ABcos 6 (D.2)
/ Substituting Equation (D.2) into Equation (D.1) and simplifying,

2
G,, =0, COS 0 (D.3)

Xy

Figure D.2: Resolving forces to determine the stress G33 in terms of the
tangential stress Cge.
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Determining G;;:

The stress 05, similarly can be determined by resolving forces and equating the vertical

components. From Figure D.2,

ABo,, = BC Gy, Sin O (D.4)
From the triangle ABC,
BC=ABsin 0 (D.5)

Substituiting Equation (D.5) into Equation (D.4) and simplifying,

G, =G, sin" @ (D.6)
Determining o, 5:

The shear stress G, can be expressed in terms of the direct stresses G| and G5,. These

stresses are turned into forces and resolved as shown in Figure D.3. Equating the

perpandicular forces to the surface,

AC 0"=AB G,, COs 6+ AB O, sin @ + BC G, sin 6+ BC G, cos 7] {D.7

By using the relationships from the triangle ABC in Figure D.3,
AB=AC cos 9 (D.®)
BC=ACsin 0 (D.9)

Substituiting Equations (D.8) and (D.9) into Equation (D.7),
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BC S

=, BC o,
o“ sin © [ BC 03 cos 8

ACo

X

Figure D.2: Resolving forces to determine the shear stress 63 in terms of the
direct stresses G and G33.

2 . .2 . -
o _=0,, Cos 9+c>'31 sm9c0s9+o” sin 6+<513 sin O cos 6 (D.10)

However, due to symmetry, the shear stresses

G, =0y (D.11)

Hence,

.2 2 ,
C, =0, sin 8+0,, cos 6+20, sin O cos 6 (D.12)
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There is no pressure applied onto the inner surface, therefore the radial stress G, is zero.

Hence,

) 2
—0,, sin 9—0'33 cos O

013~ 2sin B cos O (D.13)
. 2 2
-0, sin"®-0,, cos O
_Pu 33
1™ sin 26 149
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Further Results

This appendix holds some of the graphs which their results are used in Chapter 6. All the
figures are for a cone with 60mm base radius, 80mm cone height and 10mm wall thickness.
Gauss order used for the semi-continuous elements on the S, surface are 12x12. Number
of elements on arcl, arc2, arc3 and arc4 are 4, 10, 10 and 4 respectively. For the figures
E.1-E.4 the number of elements on the S, surface is 2 and for the figures E.5-E.7 the number

of elements on 52 is 4.
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